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Accessories:
Shielding gas for use with most MIG wires. Bottles shown are also 
suitable for use with Migmates and similar welders.  
Connection Kit contains:
1x mini gas regulator,  
1/16” ID x  600mm tube,  
3/16” ID x 200mm tube,  
1/16” x 3/16” hose reducer,  
2x 8 - 12mm hose clips.

	
	Description 	 Order Code 	  	

			   KEN-885	  	
	 Connection Kit	 -2400K 		

	
Gas Type	 Contents 	 Order Code 	  	

			   CTL-885	  	
	 Argon	 390g	 -3350M 		
	CO2/Argon	 390g	 -3939D		
	 CO2	 390g	 -3939A		
	

Description 	 Order Code 	 	
		  KEN-884	 	
	 Regulator 	 -4010K		

Gas Bottles are  
Supplied Separately 

Panther TM  
Synergic MIG

150A
Easy setup and usage in the use of various types of 
materials (steel, stainless steel, aluminium) and in all 
possible applications, from maintenance to installation 
works. Fit for NO GAS/Flux welding, it can be transformed 
into MIG-MAG with the optional Gas Connection kit 
(KEN8852400K).  
• Capable of welding up to 6mm material.
• Capable of using 0.6 - 0.9mm wires including flux cored.
• Polarity reversal for GAS MIG-MAG/Brazing welding.
• Compact & light.
• Microprocessor controlled.
• Easy to use & excellent results.
• Gas/Gasless and Brazing capabilities.
• Generator safe.
• Thermal overload switch.

	 Product	 Current		  Order Code 	  	
	 Number	 Range		  KEN-880	  	

	PantherTM Synergic MIG	 150A		  -4020K 		
PANTHER

 TWIN
ROLLER
FEED

 LOW
CURRENT
COMPATIBLE WITH  
BINZEL ® B15  
TORCH SPARES

GAS
NO GAS

READY TO
 WELD

2YEAR
WARRANTY

 TURBO
F A N
COOLED

Leopard TM Synergic MIG Welder
170A
Easy setup and usage in the use of various types 
of materials (steel, stainless steel, aluminium) 
and in all possible applications, from 
maintenance to installation works. Fit for NO 
GAS/Flux welding, it can be transformed into 
Mig-Mag with the optional Gas Connection kit 
(KEN8852400K). 
• Capable of welding up to 8mm material.
• �Capable of using 0.6 - 0.9mm wires including 

flux cored.
• �Polarity reversal for GAS Mig-Mag/Brazing 

welding.
• Compact & light.
• Microprocessor controlled.
• Easy to use & excellent results.
• Gas/Gasless and Brazing capabilities.
• Generator safe.
• Thermal overload switch.

LEOPARD
	 Product	 Current		  Order Code 	  	
	 Number	 Range		  KEN-880	  	

	Leopard TM Synergic Mig	 170A		  -4040K 		

 TWIN
ROLLER
FEED

 LOW
CURRENT
COMPATIBLE WITH  
BINZEL ® B15  
TORCH SPARES

GAS
NO GAS

READY TO
 WELD

2YEAR
WARRANTY

 TURBO
F A N
COOLED

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Telmig 281/2  
Turbo Welding Machine

Designed for continuous and spot welding with electronic 
regulation of spotwelding time. Thanks to optional kits this model 
allows also sheet tempering and riveting.
Flexibility of use with a wide range of materials such as steel, 
stainless steel, high strength steels and aluminium.

	 Product 	 Current	 Voltage 	 Order Code 		
	 Number			   TLW-880		
	 820099	 270A	 230	 -8240F		

1 Year  
Warranty

Maxima 230  
Synergic Welder 

Microprocessor controlled MIG-MAG/FLUX/BRAZING/MMA/TIG 
DC- LIFT inverter wire welding machine.
It allows great versatility in the use of various types of materials 
(steel, stainless steel, aluminium) and in all possible applications, 
from maintenance to installation works.
The SYNERGIC adjustment of the welding parameters makes the 
products easy to use and grants excellent results, always, also for 
the less experienced operator.
Light and compact, it can be easily carried in any intervention 
place, both inside and outside.
Features:
• �Thermostatic, overvoltage, undervoltage, motorgenerator  

(+/- 15%) protections
• Arc-force adjustment in MMA 
Contents:
Cable 16 mmq 1,8m - 
dinse 25
Mt15 MIG torch 3m
Toledo 250 work 
clamp 250A

	 Product 	 Current
	 Voltage 	 Order Code 		

	 Number	 Range		  TLW-880		
	 816088	 20 to 220A	 230	 -5580K		

1 Year  
Warranty

LionTM Multi-Process/Synergic  
MIG Welder

220A MIG/MMA/TIG
Lift TIG is ideal for all stainless and mild steel applications. 
MMA welding up to 3.2mm electrodes in both mild and 
stainless steel. Ideal for small to medium workshops and 
mobile welders and maintenance and installation 
engineers.
• Compatible with 5-15KG spools of wire
• �Microprocessor controlled MIG-MAG/FLUX/Brazing, 

DC Lift TIG and MMA welding
• �Fast Synergic adjustment to welding parameters 

through 'ONE TOUCH' technology
• Intelligent and automatic Arc control
• �ONE TOUCH LCD graphic display allows better 

reading of welding parameters, voltage, current and 
welding wire speed

• 17 different synergy curves
• Generator safe (Min 9 kVA required).
• Thermal cut out

	 Product	 Current		  Order Code 	  	
	 Number	 Range		  KEN-880	  	

	 LionTM Duel Synergic	 220A		  -4080K 		
LION

 TURBO
F A N
COOLED

 TWIN
ROLLER
FEED

 LOW
CURRENT

COMPATIBLE WITH  
BINZEL ® B15  
TORCH SPARES

2YEAR
WARRANTY

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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	 Product	 Weight	 Order Code 	  	
	 Number	 each	 SIP-880	  	

	 05720	 57.5kg	 -0820L		

Autoplus 210ST  
MIG Welder

Dual purpose for welding with or without gas, 30amp low current 
performance for easy welding on thin bodywork. Turbo fan cooled  
for increased duty cycle. Wheel mounted for excellent manoeuvrability.  
6 power settings. Variable wire spool size capability to accept 
5kg and 15kg spools. Very high duty cycle, 175amp @ 15%.
Supply: 230v (25A).
Welding current: 30 - 175A.
Peak current: 210A.
Output @ 60% duty cycle: 87.5A.
Open circuit voltage: 15.5 - 22.5v.
Wire size: 0.6mm to 1mm.
Wire spool size: 5kg/15kg.
Insulation class: Class H.
Protection: IP21S.
Output power settings: 6.
Approx weld thickness range: (mild steel) 0.8 to 9mm.
Packaged dimensions (HxWxL): 815x500x950mm.

new

new

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Euro Connection 
Torches 

Fitted with EURO connectors, with 
insulated gas nozzles for use with mixed 
gases and a 4m supple, lightweight 
cable to improve productivity.

	
Product 	

Type
	 Profile  	 Total 	 Order Code 	

	 Number 		  Sizes (mm)	  Welding	 SIF-885	

				    Length
	PV290806307SF	 Round	 � 6.0	 20	 -6214H	
	PV290806310SF	 Round	 � 9.0	 20	 -6216M	
	PV290806312SF	 Round	 � 12.0	 20	 -6219P	
	PV290806100SF	 Rounded Groove	 12 x 1.2	 20	 -6228H	
	PV290806152SF	 Square Groove	 14 x 1.3	 20	 -6230M	
	PV290806715SF	Segmented Circle	 12 x 1.2	 80	 -6237F	

	 Product	 Max.	 Wire Sizes	 Standard	 Cable	 Order Code 	 	
	 Number	 Rating	 (mm)	 Tip Size	 Length	 BZL-885	  	
	002.0605	 180A	 0.6 - 1.2		  4m	 -0255R	 	
	MB25AKMB	 320A	 0.8 - 1.2		  4m	 -0296R		
MB36KD4M	 320A	 0.8 - 1.2		  4m	 -0345C 		
	MB36KDE	 320A	 0.8 - 1.2	 1.2mm	 3m	 -0340M 	 	
	MB501DE	 500A	 1.0 - 1.6	 1.2mm	 4m	 -0642C	 	

Euro Connection  
Torches

With high performance ‘Ergo’ style handles. Air-cooled.  
All supplied complete with liner and standard size tip.  
Additional styles and full range of spares are available on request. 
‘Ergo’ Torch

Mig Torch Liners 
Colour-coded to  
indicate wire size:
For Binzel style torches.

	 Length	 For Wire	 Order Code 	  	
	 (m)	 Size (mm)	 KEN-883	  	
	 3	 0.6 - 0.9 	 -7010K		
	 3	 1.0 - 1.2 	 -7040K		
	 4	 0.6 - 0.9 	 -7020K		
	 4	 1.0 - 1.2 	 -7050K		

MIG Torch  
Liners 

PVC-coated for use with  
steel wire. Colour-coded 
to indicate wire size:
0.6 - 0.9mm = Blue,
1.0 - 1.2mm = Red.

	 Product	 For Wire	 Length	
Colour 	 Order Code 	  	

	 Number	 Size (mm)	 (m)		  BZL-883	  	
Steel Liner

122.0031	 1.0-1.2	 3	 Bare Steel	 -1220A		
122.0039	 1.0-1.2	 5	 Bare Steel	 -1222D		

Insulated Liner
124.0011	 0.6-0.9	 3	 Blue	 -1241A		
124.0012	 0.6-0.9	 4	 Blue	 -1242B		
124.0026	 1.0-1.2	 3	 Red	 -1246F		
124.0031	 1.0-1.2	 4	 Red	 -1248K		
124.0035	 1.0-1.2	 5	 Red	 -1249L		

PTFE Liner (for use with aluminium)
126.0021	 1.0-1.2	 3	 Red	 -1261A		
126.0026	 1.0-1.2	 4	 Red	 -1262B		
126.0047	 1.6	 8	 Yellow	 -1270F		

MIG Helper Multi-Pliers
A must for every MIG welder. Used to carry out many jobs  
to assist in the smooth operation of MIG welding.  
Helps remove spatter from around and in the  
shroud, cutting off and drawing out of wire,  
aids in the fitting and removing  
of shrouds and contact tips.

	 Product	 Order Code 	
	 Number 	 BZL-885	
	 193.0014	 -1930D	

CeramiBac - Ceramic  
Backing Material

Ceramic backing strips pre-aligned on a self-adhesive aluminium 
backing tape.
Enable welding to be carried out from a single side with full 
penetration and reduce the need to grind out and re-weld a root 
from the reverse side. 
The strips are available in different configurations for various 
heavy gauge MIG/GMAW and MMA/SMAW applications such as 
structural steel fabrication, bridge-building, pressure vessel 
manufacture, shipbuilding and pipeline seam welding. 
Each strip is cut to 600mm (60cm) length and each profile is 
supplied in quantities of 20 strips per box. The 1/8 segmented 
circle profile is provided in 8 strips per circle (10 circles per box).

	 Product	 Max.	 Wire Sizes	 Standard	 Cable	 Order Code 	
	 Number	 Rating	 (mm)	 Tip Size	 Length	 KEN-885	
	 MTE154	 150A	 0.6 - 1.0	 0.8mm	 4m	 -3080K 	
	 MTE254	 230A	 0.8 - 1.2	 1.0mm	 4m	 -3100K	
	 MTE364	 340A	 0.8 - 1.2	 1.2mm	 4m	 -3120K	

4m 
CABLE WITH 

FITTED LINER & 
STANDARD  

TIP

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Nozzles
Conical 

Tapered

MIG Torch  
Accessories

Contact Tips & Tip Adaptors
MB15

MB25

Compatible with Parweld and Binzel Torches.
	For Torch	 For Wire	 Order Code 	
	Number	 Size (mm)	 KEN-883	
	 154	 0.8	 -7240K	
		  1.0	 -7360K	
	 MTE	 0.8	 -7200K	
	   	 0.8 H.Duty	 -7220K	
	   254/	 1.0	 -7300K	
	 364 	 1.0 H.Duty	 -7320K	
		  1.2	 -7400K	
	MTE 254	 Tip Adaptor 	 -7500K	

	For Torch		  Order Code 	
	Number	 Style	 KEN-883	
	 MTE154	 Conical	 -7600K 	
		  Conical	 -7610K	
	MTE254	 Tapered	 -7640K	
	MTD364	 Conical	 -7620K	

MIG Torch 
Accessories

Also compatible with Parweld torches.
Contact Tips
MB15

MB25

Nozzles
Conical

Tapered

	For Torch	 Product	 For Wire	 Order Code 	
	Number	 Number	 Size (mm)	BZL-883	
		  140.0008	 0.6	 -1408D	
	 MB15	 140.0059	 0.8	 -1419L	
		  140.0253	 1.0	 -1453S	
		  140.0051	 0.8	 -1416H	
	 MB25/	 140.0054	0.8 H.Duty	 -1417J	
	 26	 140.0242	 1.0	 -1442B	
	 &	 140.0245	 1.0 H.Duty	 -1444D	
	 MB36	 140.0379	 1.2	 -1479M	
		  140.0382	 1.2 H/D	 -1481P	
		  140.0313	 1.0	 -1473H	
		  140.0316	 1.0 H/D	 -1473M	
	 MB40	 140.0442	 1.2	 -1484P	
	 &	 140.0445	 1.2 H.Duty	 -1486S	
	 MB501	 140.0536	 1.4 H.Duty	 -1492D	
		  140.0590	 1.6 H.Duty	 -1499X	

	For Torch	 Product	 For Wire	Order Code 	
	Number	 Number	 Size (mm)	PWD-883	
	 B1E	 B1527-09	 0.9	 -2077A	
	
M8ECU

	 B4014-08	 0.8	 -2401A	
		  EB4014-10	 1.0	 -2402B	

	For Torch	 Product		  Order Code 	
	 Number	 Number	 Style	 BZL-883	
	 MB14/15	 145.0075	 Conical 	 -1575T	
		  145.0042	 Cylinder	 -1542N	
	 MB25	 145.0076	 Conical	 -1576V	
		  145.0124	 Tapered	 -1595A	
	 MB36	 145.0078	 Conical	 -1577M	
	 MB24	 145.0080	 Conical 	 -1578N	
	MB26/501	 145.0085	 Conical 	 -1580W	

	Product	 Size	 Order Code 	  	
	Number	 (mm)	 PWD-883	  	
	 54A	 -	 -1054M		
	 55SW	 -	 -1055N		

	Product	 Size	 Order Code 	  	
	Number	 (mm)	 PWD-883	  	

	 24A-62	 -	 -0824C		

Tweco Style MIG Spares Gas Diffusers
54A For use with adjustable nozzles to suit 
No.3 and No.4 torches.
55SW To suit No.5 torch.

Tweco Style Heavy-Duty Nozzles
24A-62 To suit No.3 and No.4 torches.

	 Product	 Size	 Order Code 	  	
	 Number	 (mm)	 PWD-883	  	
	 14-30	 0.8	 -0814E		
	 14-40	 1.0	 -0814J		
	 14-45	 1.2	 -0814L		

Tweco Style Contact Tips - ECU
To suit No.2, No.3 and No.4 torches.
15H35, 15H40, 15H45, 15H116 and 15H332.

	For Torch	Product	
Style 	 Order Code 	

	Number	 Number		  PWD-883	
	 EC015	 B1531	 Tapered	 -2081R	

	 For Torch	 Product	 Order Code	
	 Type	 Number	 MUR-883	 Price
	 MX25	 140.8655	 -4066R	
	 MX36-40	 141.2563	 -4256R	

	For Torch	 Product		  Order Code 	
	 Type	 Number	 Type	 MUR-883	
	MX15-20	 140.8602	 Tapered	 -4065H	
	MX25-35	 141.1350	 Tapered 	 -4135K				   Short
		  140.8604	 Parallel 	 -4065P	

	 	 140.8605	 Tapered	 -4065S	
	MX36-40 	 140.6336	 Recess 	 -4036M		 -45		  HD

Nozzles Tapered

MIG Torch  
Accessories

Contact Tips

Nozzles

	For Torch	 Product		  Order Code 	
	 Type	 Number	 Type	 BZL-885	
	

MB15	 002.0058
	 Shroud	

-0212F				   Spring
	
MB15AK	 002.0009

	 Swan 	
-0209C				   Neck

	
MB25	 003.0013

	 Nozzle	
-0272S				   Spring

	
MB25	 142.0001

	 Tip	
-1410M				   Adaptor

Binzel Spares

	For Torch	 Product	 Order Code 	
	Number	 Number	 BZL-885	
	MB23/24	 012.0183	 -0324K	
	 MB36	 014.0261	 -0344R	
	 MB501	 030.0145	 -0601B	

Gas Diffuser

	For Torch	 Product		  Order Code 	
	 Number 	 Number		  BZL-885	
	MB36 M6	 142.0005	Tip Adaptor 	-1420A	
	MB36 M8	 142.0020	Tip Adaptor 	 -1427J	
	MB501	 142.0022	Tip Adaptor 	-1428K	

	 Torch	 Product	 Size 	 Order Code 	
	 Type	 Number	 (mm)	 MUR-883	Price/25
	
MX15-25

	 140.8700	 0.6	 -4070L	
		  140.8701	 0.8	 -4071M	
		  140.8703	 1.0	 -4073N	
	 M6	 140.8704	 1.2	 -4074P	
	 M8	 140.8710	 0.8	 -4080Q 	
	
MX35-60

	 140.8712	 1.0	 -4082T	
	

M8
	 140.8713	 1.2	 -4083V 	

		  140.8714	 1.6	 -4084W	
	MUR883	 140.8715	 2.0	 -4085X 	

MIG Torch  
Accessories

Contact Tips & Tip Adaptors
B15

B25

Gas Diffuser

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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LynxTM EAW-140 AC 
MMA Welder

A portable 230V single phase arc welder suitable for use with rutile electrodes of 1.6 - 3.2mm 
diameter. Capable of welding mild steel up to 6mm. Stepless regulator for infinite variable control 
of welding current. Thermal overload protection and turbo fan cooling. Two year warranty. 
Conforms to TUV-GS, GOST, EMC, LVD and all relevant CE requirements. Insulation class H. 
Protection degree IP21.
Contents:  
• LynxTM AC power supply.
• 1.8m primary cable, 10mm 2.
• 1.8m earth cable and 150A clamp.
• �Hand held face shield with 51 x 107mm glass.
• Scratch brush and slag remover.
• Instruction manual.
Input voltage: 230V, 50/60Hz.
Fuse rating: 13A.
Phase: 1.
Power consumption: 2.5kW.
Output current range: 40A - 140A.
Open circuit voltage: 50V.
Dimensions  
(L x W x H): 
270 x 250 x 310mm. 

Buddy Arc MMA  
Inverter Welder

The Buddy™ Arc 145 is a robust and durable power source for the 
professional welder. The machine provides state-of-the-art 
welding performance and reliability through use of the latest high 
grade IGBT technology. It is a user friendly, robust and 
lightweight stick (MMA) welding machine. The internal electronics 
are cooled by a highly efficient fan for added reliability and 
monitored by a thermal protection system. It is equipped with 
three heat sinks which further extends the lifetime of the product. 
The casing has been designed to withstand harsh environments 
and incorporates both a shoulder strap and a carry handle.

Cheetah TM EAW-160 AC MMA Welder
A portable 230V single phase arc welder suitable for use with 
rutile electrodes of 2 - 4mm diameter. Capable of welding mild 
steel up to 8mm and features a step less regulator for infinite 
variable control of welding current. In-built safety features 
include thermal overload protection and turbo fan cooling. 
Supplied complete with accessories and 2m mains cable. 
Conforms to TUV-GS, GOST, EMC, LVD and all relevant CE 
requirements. Insulation class H. Protection degree IP21.
Contents:  
• Cheetah TM AC power supply.
• 1.8m primary cable, 16mm 2.
• 1.8m earth cable and 250A clamp.
• Hand held face shield with 51 x 107mm glass.
• Scratch brush and slag remover.
• Instruction manual.
Input voltage: 230V, 50/60Hz.
Fuse rating: 16A.
Power consumption: 2.5kW.
Phase: 1.
Output current range:   
55A - 160A.
Open circuit voltage: 50V.
Dimensions (L x W x H):  
585 x 325 x 425mm.

	 Product	 Current	 Weight	 Order Code 	 	
	 Number	 Range	 each	 KEN-880	  	

	CheetahTM EAW160 	 55A - 160A	 17.4kg	 -2040K		

	 Current	 Order Code 	  	
	 Range	 MUR-885	  	

	 10A - 145A	 -0382V		

	 Product	 Current	 Weight	 Order Code 	  	
	 Number	 Range	 each	 KEN-880	  	

	LynxTM EAW140	 40A - 140A	 14.8kg	 -2020K 		

 TURBO
F A N
COOLED

2YEAR
WARRANTY

LYNX

 LOW
CURRENT

 TURBO
F A N
COOLED

READY TO
 WELD

CHEETAH

2YEAR
WARRANTY

READY TO
 WELD

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Description 	 Current	 Voltage 	 Order Code 	  	

				    KEN-880	  	
	Cougar Infinity MMA	 150A	 230	 -4060K		

Cougar Infinity 150A Inverter MMA
MMA and TIG inverter, electrode welding machine in  
direct current (DC) with scratch striking. Use with a  
wide range of electrodes, rutile, basic, stainless  
steel, cast iron. Complete with MMA welding  
accessories.
Compact lightweight design 
High welding current stability in spite of mains  
voltage fluctuations  
Arc force, hot start and anti-stick devices
Thermostatic, over/under voltage, over-current 
±15% protections. 
Generator compatible (Min 6kW)

COUGAR-S

Force 165 MMA Inverter, Electrode 
Welding Machine 

MMA inverter, electrode welding machine in direct current (DC).  
Usable electrodes: rutile, basic, stainless steel, cast iron, etc. 
Features:
• Reduced weight and dimensions.
• High welding current stability in spite of mains voltage fluctuations
• Arc force, hot start and anti-stick devices
• �Thermostatic, overvoltage, undervoltage, overcurrent, motor 

generator (± 15%) protections
• Complete with MMA welding accessories and plastic carry case
• Generator compatible (minimum power 6Kv)
Contents:
2x cable 16mm with dinse 25 plug,
Work clamp 150A,
Electrode holder 300A,
Hand held welding mask,
Slag remover,
Plastic carry case.

	 Product 	 Current	 Voltage 	 Order Code 		
	 Number			   TLW-880		
	 816859	 150A	 230	 -3465K		

ECNICA 188 MPGE  
MMA Inverter Kit  

MMA and TIG inverter, electrode welding machine in direct current 
(DC) with scratch striking. Use with a wide range of electrodes: 
rutile, basic, stainless steel, cast iron, etc. Recommended for motor-
generators, this model grants high performance despite power 
supply instability, thanks to the MPGE multiprotections: control 
device of the wave form, filter against input peaks, stabilization 
ofoscillations. 
Features:
• Compact and light
• High welding current stability in spite of mains voltage fluctuations  
• Arc force, hot start and anti-stick devices
• Thermostatic, overvoltage, undervoltage, overcurrent protections
• Complete with MMA welding accessories and plastic carry case
Contents:
Electrode holder,
Work return,
Plastic carry case.
	

	 Product 	 Current	 Voltage 	 Order Code 		
	 Number			   TLW-880		
	 816212	 150A	 230	 -7842M		

1 Year 
Warranty

1 Year 
Warranty

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Description 	 Current	 Voltage 	 Order Code 	  	

				    KEN-880	  	
	 Jaguar PFC	 150A	 230	 -3120K		

Jaguar PFC Multi  
Voltage Inverter Welder

Now you can have all the portability and performance of an inverter welder with a wide input voltage range of 100-240v. With the 
Jaguar PFC multi-voltage inverter welder you can carry out MMA welding with rutile, basic, stainless steel and cast iron electrodes, as 
well as TIG welding with scratch striking.
The fan cooled unit can handle unstable voltages and s stable output in the case of over/under voltages. It also allows for the use of 
long extensions (over 100m) and has hot start for easy starting, Arc force for quality welds and anti-stick for reduced electrode 
sticking. Comes with carry case and accessories.
Power supply: 110/230V (DC)  
50/60Hz single phase
Current fuse rating: 150A
Duty cycle @40� C:  
90A@25%, 140A@25%
Protection class: IP22
Dimensions:   
385 x 150 x 265mm (LxWxH)

JAGUAR

	 Product 	 Model	 Power	 Order Code 	  	
	 Number 		  Range	 SIP-880	  	
	 05770	 P185HF	 10 – 200A	 -0534R		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Electrode Holder 
Comfort 400A

0700 006 015
An open head electrode holder with a fully insulated head  
and handle.
• Overall length: 250mm
• 60% duty cycle at 310A
• 35% duty cycle at 400A

	 Product		  Amp	 Colour 	 Order Code 	  	
	 Number		  A		  MUR-885	  	
	 0700 006 015 	 400	 Yellow	 -0374P		

Eco Earth Clamp
400, 400A 

0700 006 002
An earth clamp that provides good contact with the work piece.

	 Product		  Amp	 Order Code 	  	
	 Number		  A	 MUR-885	  	

	 0700 006 002	 400	 -0374C		  	

	 Product		  Amp	 Order Code 	  	
	 Number		  A	 MUR-885	  	

	 0701 400 000 	 600	 -0376Q 		  	

CC11 Screw Type Earth Clamp 
600A

0701 400 000
This clamp is robustly constructed from  
substantial castings. The screw lever allows  
maximum compression to the workpiece. 
Suitable for up to 600 amps. 

Eco Holder Handy Screw Type 
Electrode Holder 

0700006013
A 'screw type' electrode holder with a fully insulated head and 
handle. Handy 400, 400A (35%).

	 Product		  Amp	 Colour 	 Order Code 	  	
	 Number		  A		  MUR-885	  	
	 0700 006 013 	 400	 Yellow	 -0374M		

	 Order Code 	  	
	 PWD-885	  	

	 -8026C 		

TIG Scratch  
Start Kit

For TIG welding. Only to be used with power sources up to 120Amps.
Contents:  
WP9V-12-2I - two piece valved torch 
package 3.5m long 
Accessory kit comprising of 
collets, collet bodies, 
tungstens etc 
2m Argon hose 3/8” BSP 
both ends. Argon 
flowmeter 0-15l
Single stage 2 gauge 
reg Flowmeter 
mixed gas 0-15l

new

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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	 Rating	 Handle	 Order Code 	  	
	 (Amps)	 Colour	 KEN-885	  	
	 400	 Yellow	 -6010K		
	 400	 Red	 -6110K		
	 600		  -6130K		

Re-usable Cable Lugs
For use with arc cable.

	Product 	 Size	 Order Code 	  	
	Number	 (mm)	 CTL-885	  	
	 1036	 25	 -7036C		
	 1037	 35	 -7037D		
	 1038	 50	 -7038E		

	Product	 For Cable	 Order Code 	  	
	Number	 Size (mm2)	 CTL-885	  	
Plug Connection
	 1056	 10 - 25 	 -7056P		
	 1057	 35 - 50 	 -7057Q		
	 1058	 50 - 70 	 -7058R		
Socket Connection
	 1060	 10 - 25 	 -7060T 		
	 1061	 35 - 50 	 -7061V		
	 1062	 50 - 70 	 -7062W 		

Cold Front
Chemical heat sink that stops heat 
cold! Odourless and non-toxic. Won’t 
harm skin or stain surface where 
applied, will not melt or run when 
heated. Residue washes off in water. 
Prevents buckling when welding, 
brazing or soldering sheet metal.

	
Type	 Size	 Order Code 	  	

			   CTL-885	  	
	 Tub	 14oz 	 -3940R		

Stops  
Heat - Cold!

90° Welding Angle Clamp
One man set up and operation, made from cast iron, copper 
plated spindle for spatter protection, T-Handle enables high 
pressure for secure clamping, easy fixing to a work bench or 
machine tool table.

	 Capacity	 Weight 	 Order Code 	  	
	 (mm)	 each	 KEN-539	  	
	 60mm	 05.3kg	 -0360K		
	 90mm	 10.5kg	 -0390K		

Dinse Type Cable Plugs & Sockets
With positive locking connection, to prevent accidental 
disconnection and good external insulation to prevent water 
penetrating the joint. Dinse compatible panel sockets and 
machine/surface mounted plugs and sockets also available.

Twist Grip Short Stub 
Electrode Holders

Reduce fatigue and increase 
safety. All of the electrode is 
available for use and the angle 
allows the hand to remain away 
from the weld pool. The handle 
applies torque to the electrode 
clamp in the head.

Wrap-a-Round  
Markers - Grey

Inexpensive tool for marking straight lines around pipe or use 
as a straight edge. Made from flexible gasket material with 
good resistance to high temperatures.
 

Length	 Width 	 Pipe 	 Order Code 	  	
	 FT	 In.	 Dia.	 CTL-885	  	
	6.00	 3.88	 3.00x10.00	 -0346F		
	 7.00	 5.00	 4.00x12.00	 -0347G		
	9.00	 5.00	 6.00x16.00	 -0349J 		

Nomad™ Strong Hand  
Economy Welding Table

TS3020
A versatile, lightweight steel welding table that is easy to move 
around on it’s sturdy casters. It can also be adjusted to varying 
heights and tilts to 3 different positions, flat, 30� and folded.  
3 x 28mm slots in the table top allow for the insertion of 
clamps etc. Steel guides rise and lower  
for any height from 660 to 810mm.  
Retractable guide rails on 2 sides 
which can be used as a fence,  
guides for 90�, stops or clamping  
edges.
Load capacity: 160Kg
Table top dimensions: 760 x 510mm.

	 Product	 Load	 Order Code 	  	
	 Number	 Capacity	 CTL-885	  	

	 TS3020	 160Kg	 -0364S		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Earthing Clamps
To complete an ARC welding circuit, a return current lead must 
be used to securely connect the workpiece and  
the power source.

Supplied to any length 
in multiples of 1m.

Crocodile Type Electrode Holders
Designed to reduce fatigue to a minimum and increase safety.  
The holder is fully insulated.

	 Core 	 Order Code 	   	
	 Size	 CTL-885		  m
	 16mm2	 -7006G		
	 25mm2	 -7007H		
	 35mm2	 -7008J		
	 50mm 2	 -7009K		
	 70mm 2	 -7010L		
	 95mm 2	 -7011M		

	 Product	 Rating	 Order Code 	  	
	 Number 	 (Amp)	 CTL-885	  	
	 1023	 200	 -7023T	 	
	 1024	 400	 -7024V	 	

PVC Single Insulated Cable
Single core, high flexibility cable.  
BS EN 60228�2005.

Crocodile

	 Rating	 Clamp	 Order Code 	  	
	(Amps)	 Style	 CTL-885	  	
	 200	 Crocodile	 -7083K		
	 400	 Crocodile	 -7084L		
	 600	 Screw-on	 -7082J		

Screw-on

Cable Sets
Croc earth clamps and electrode holders, with 5m cable.  
Conforms to EN 50525-2-11.

Earth Clamp

Electrode Holder

	Product	 Rating	 Order Code 	  	
	Number	 (Amps)	 CTL-885	  	
	EC52LD	 200	 -4105D		
	EC52SD	 200	 -4105H		
	EC54LD 	 400	 -4106D		
	EC52LD 	 200	 -4152D		
	EH52SD	 200	 -4152H		
	EH54LD	 400	 -4153D		

Welder’s Chipping Hammers
Scaling and chipping hammers. For boiler scaling, weld dressing etc.

Hardwood Shaft 
Manufactured from tempered and hardened steel, chisel and 
point striking faces with close grain hardwood handle. 

	Head	 Length	 Weight	 Order Code	  	
	 Size	 (mm)	 per 6	 KEN-525	  	

	 12oz	 290	 3.00kg	 -7120K	 	

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Collets
10N_ _ To suit WP17/18/26 torches.

Ceramic Cups - Standard Length
10N_ _ To suit WP17/18/26 torches.

	 Product	 Bore Size	 Order Code 	  	
	 Number		  KEN-885	  	
	 10N22	 1.0mm (0.040”)	 -7210K		
	 10N23	 1.6mm (1/16”)	 -7220K		
	 10N24	 2.4mm (3/32”)	 -7230K		
	 10N25	 3.2mm (1/8”)	 -7240K		

	 Product	 Bore Size	 Order Code 	  	
	 Number		  KEN-885	  	
	 10N50	 1/4” (No. 4)	 -7360K		
	 10N49	 5/16” (No. 5)	 -7350K		
	 10N48	 3/8” (No. 6)	 -7340K		
	 10N47	 7/16” (No. 7)	 -7330K		
	 10N46	 1/2” (No. 8)	 -7320K		
	 10N45	 5/8” (No. 10)	 -7310K		
	 10N44	 3/4” (No. 12)	 -7300K 		

	 Product	 Bore Size	 Order Code 	  	
	 Number		  KEN-885	  	
	 10N30	 1.0mm (0.040”)	 -7260K		
	 10N31	 1.6mm (1/16”)	 -7270K		
	 10N32	 2.4mm (3/32”)	 -7280K		
	 10N28	 3.2mm (1/8”)	 -7250K		

	 Product	 To Suit	 Order Code 	  	
	 Number		  KEN-885	  	
	 57Y04	 Short	 -7710K		
	 57Y02	 Long	 -7700K		

Collet Bodies
10N_ _ To suit WP17/18/26 torches.

Back Caps
BIN57Y_ _ To suit  
WP17/18/26 torches.

	Product	 Type & Size	 Order Code 	  	
	Number 		  KEN-885	  	
	 TTS017	 Standard Rigid Head TIG Torch 	 -3200K 		 		  150DC/120AC - Air Cooled	

	 TTF017	 Flexible Head TIG Torch	 -3300K 		 		  150DC/120AC - Air Cooled

	 TTS018	 Standard Rigid Head TIG Torch	 -3220K		 		  350DC/250AC - Water Cooled
	 TTS026	 Standard Rigid Head TIG Torch	 -3240K		 		  200DC/160AC - Air Cooled
	 TTF026	 Flexible Head TIG Torch	 -3340K		 		  200DC/160AC - Air Cooled

	 WP17	 WP17 Standard torch body	 -6500K 		
	 WP18	 WP18 Standard torch body	 -6520K 		
	 WP26	 WP26 Standard torch body	 -6540K		
	WP17FX	 WP17 Flexi torch body	 -6510K		
	WP26FX	 WP26 Flexi torch body	 -6550K		

Gas Lens Ceramics
54N_ _ To suit WP17/18/26  
torches.

	 Product	 Bore Size	 Order Code 	  	
	 Number		  KEN-885	  	
	 54N18	 1/4” (No. 4)	 -7640K		
	 54N17	 5/16” (No. 5)	 -7630K		
	 54N16	 3/8” (No. 6)	 -7620K		
	 54N15	 7/16” (No. 7)	 -7610K		
	 54N14	 1/2” (No. 8)	 -7600K 		
	 54N19	 5/8” (No. 10)	 -7650K		

	 Product	 Order Code 	  	
	 Number	 KEN-885	  	

	 54N01	 -7560K		

Gas Lens Body
45V24/25/26/27   
To suit WP17/18/26 torches.

	 Product	 Bore Size	 Order Code 	  	
	 Number		  KEN-885	  	
	 45V24	 1.0mm (0.040”)	 -7500K 		
	 45V25	 1.6mm (1/16”)	 -7510K		
	 45V26	 2.4mm (3/32”)	 -7520K		
	 45V27	 3.2mm (1/8”)	 -7530K		

Tig Torches
Whether water or air 
cooled, all Kennedy 
TIG torches are 
lightweight and 
durable. They come 
supplied with a 12.5ft 
(3.8m) cable, and 
silicon rubber rigid or 
flexible head 
mouldings for greater 
heat resistance.

Tig Torches &  
Bodies

Torch Bodies  
Made from tough ABS plastic with a silicone rubber head for  

greater heat resistance and durability.

TIG Torches 
Come complete with a 12.5ft 3.8m cable

Gas Lens Heatshield
54N01 

	 Suitable	 Order Code 	  	
	 For	 KEN-885	  	
	 WP17, 18 & 26 TIG torches	 -3400K 	  	

AC/DC TIG Welding Spares Kit
Can be used in AC or DC processes. Excellent arc starts at low 
amperages, popular in such applications as orbital tube and pipe 
manufacturing, thin sheet metal work or jobs where small and 
delicate parts are welded. Like thoriated electrodes, they are best 
used to weld carbon and stainless steels, nickel alloys and titanium. 
Suitable for WP17, 18 and 26 TIG torches.
Contents:
5x 1.6mm collets,
5x 1.6mm collet bodies,
5x 2.4mm collets,
5x 2.4mm collet bodies,
2x No.4 ceramic cups,
2x No.5 ceramic cups,
2x No.6 ceramic cups,
2x No.7 ceramic cups,
2x No.8 ceramic cups,
1x long back cap,
1x short back cap,
1x 1.6mm ceriated grey  
tungsten electrode,
1x 2.4mm ceriated grey  
tungsten electrode.

All parts listed on this page
Fully compatible with most 
other brands of TIG torches.

Back Caps

Torch Bodies

Cup Gaskets
‘O’ Rings Ceramic

Cups

Gas Lens 
Ceramic

Collets

Collet 
Bodies

Gas Lens

34
PIECES

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Superior Plasma Inverter  
Cutting Systems 

Inverter, compressed air plasma cutting system, 
with contact striking of pilot arc.
Allows a rapid, distortion-proof cutting, grid cutting 
and gauging of all conductive materials such as 
steel, stainless steel, galvanised steel, aluminium, 
copper, brass, etc. It allows interfacing with 
automated cutting systems.
Features:
• Easy to carry
• High cutting current stability
• User-friendly easy to read and adjust digital 
panel
• Remote control
• �Thermostatic, overvoltage, undervoltage,  

overcurrent, torch short circuit, phase failure  
protections

Contents:
6mtr PX Plasma torch
Cable 10mm x 5mtr with 300A earth clamp

1 Year  
Warranty

	 Product 	 Current
	

Voltage 	 Order Code 		
	 Number	 Range	 V	 TLW-880		
	 816172	 30 - 70 / 30 - 100 A 	 230/400	 -7250H		

Technology  
Plasma 41

Inverter, compressed air plasma cutting system, with 
contact striking of pilot arc. Allows a rapid, distortion-proof 
cutting of all conductive materials such as steel, stainless 
steel, galvanised steel, aluminium, copper, brass, etc.
Features:
• Reduced weight and dimensions
• Warning led for torch under voltage, protections
• Torch automatic cooling
• Visualization of air pressure
• Thermostatic, over-voltage, under-voltage, over-current 
protections
Contents:
PH Plasma torch x 4mtr 25A
300A work return x 3mtr
Pressure reducer

	 Product 	 Current
	 Voltage 	 Order Code 		

	 Number	 Range		  TLW-880		
	 815493	 7 - 40A	 230	 -8064D 		

TECNICA Plasma 31  
Cutting System

Inverter, compressed air plasma cutting system, with contact 
striking of pilot arc. Allows a rapid, distortion-proof cutting of all 
conductive materials such as steel, stainless steel, galvanised 
steel, aluminium, copper, brass, etc.
Features:
• Compact and Lightweight
• Warning LED for torch under voltage, protection
• Automatic cooling of plasma torch
• Visualisation of air pressure
• thermostatic, over-voltage, under-voltage, over-current 
protections
• Complete with torch.
Contents:
Plasma PH torch 4mtr 25amp
6mm x 3m work return

	 Product 	 Current
	 Voltage 	 Order Code 		

	 Number	 Range		  TLW-880		
	 815014	 5 - 25A	 230	 -7862D		

1 Year  
Warranty

1 Year  
Warranty

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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new new

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call

Our specially designed Online Business Trading Account 
combines the best features of an e-procurement system 
with a best in class ecommerce experience. 
 
Available to all of our customers. It comes with features 
that will make purchasing easier for you, giving you full 
control over your orders and spend.

Digital Tools for Industry

Save Time

Reduce Cost

Next Day Delivery

Improve Order Process

Multi-User Account

Online Trading Account
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D/H Lightweight Cutting & Welding Configuration 
1/4” Hose Fittings

	 CTL-885-8004E	 1762

SHANK

ACETYLENE WELDING

	 CTL-885-8006G	 1762

             WELDING MIXER

	 CTL-883-1161P	 1762
	 CTL-883-1162Q	 1762
	 CTL-883-1163R	 1762
	 CTL-883-1164S	 1762
	 CTL-883-1165T	 1762
	 CTL-883-1166V	 1762
	 CTL-883-1167W	 1762
	 CTL-883-1168X	 1762

             WELDING NOZZLE

ACETYLENE CUTTING

	 CTL-885-8005F	 1762

        CUTTING ATTACHMENT

	 CTL-883-1617A	 1762
	 CTL-883-1618B	 1762
	 CTL-883-1619C	 1762

         A-FN CUTTING NOZZLE

	 CTL-883-1620D	 1762

        A-SFN CUTTING NOZZLE

A

B

C

D

E

F

E FA + +B CA D+ + +

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Type 5 - Heavy Duty Cutting, Welding & Heating Configuration 
3/8” Hose Fittings

ACETYLENE / PROPANE CUTTING

ACETYLENE WELDING

PROPANE HEATING

ACETYLENE HEATING

A B C+ +

A D E+ +

F GA H+ + +

I JA K+ + +

	 CTL-883-1292V	 1763
	 CTL-883-1293W	 1763	
	 CTL-883-1294X	 1763	

       HEATING NOZZLEK
	 CTL-885-7150K	8”	 1763

         HEATING NECKJ
	 CTL-885-8012N	 1763

        HEATING MIXERI

	 CTL-885-7153N	 1763

        HEATING MIXERF
	 CTL-885-7151L	12”	1763
	 CTL-885-7152M	28”	1763

         HEATING NECKG
	 CTL-883-1217H	 1763
	 CTL-883-1218J	 1763	
	 CTL-883-1219K	 1763	
	 CTL-883-1220L	 1763	
	 CTL-883-1221M	 1763	

       HEATING NOZZLEH

	 CTL-883-1176Z	 1763
	 CTL-883-1177M	 1763	
	 CTL-883-1178A	 1763	
	 CTL-883-1179B	 1763	
	 CTL-883-1180C	 1763	
	 CTL-883-1181D	 1763	
	 CTL-883-1182E	 1763	
	 CTL-883-1183F	 1763	
	 CTL-883-1184G	 1763

       WELDING NOZZLEE
	 CTL-885-8012N	 1763

        WELDING MIXERD

	 CTL-885-8011M	 1763

       CUTTING ATTACHMENTB
	 ACETYLENE	 	 PROPANE	 	 ACETYLENE
	 A-GNM (Gouging)		  P-NM		  A-NM	
	 CTL-883-1211D	 1763	 KEN-883-2110K	 1763	 KEN-883-2010K	 1763
	 CTL-883-1212E	 1763	 KEN-883-2120K	 1763	 KEN-883-2020K	 1763
	 CTL-883-1213F	 1763	 KEN-883-2130K	 1763	 KEN-883-2030K	 1763
	 	 	 KEN-883-2140K	 1763	 KEN-883-2040K	 1763
	 	 	 KEN-883-2150K	 1763	 KEN-883-2050K	 1763
	 	 	 KEN-883-2160K	 1763	 KEN-883-2060K	 1763

  CUTTING NOZZLESC

PROPANE HEATING

      MIXER       NECKF G      SHANKA       NOZZLEH

Requires:EXAMPLE

+ + +	 CTL-885-8010L	 1763

                  SHANKA

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Portable Professional Gas Welding Kit
Turbo Set 300  
Contents:
Wheeled aluminium storage case.  
Two oxygen cylinders - 110bar.  
Map Pro fuel gas cylinder, oxygen pressure reducer. 
Map Pro pressure reducer. Handgrip with adjusting knobs and 
lance provided with nozzle. 1 star with 4 nozzles:  63, 100, 250, 315 
L/m. 2x 2m hoses with connections.
Professional protective goggles.
Heavy duty spark lighter.
Spanner.

	 Order Code	  	
	 CTL-885	  	

	 -5890A		

	 Order Code	  	
	 CTL-885	  	

	 -0108W		

	 Product	
Description 	 Order Code 	  	

	 Number		  CTL-885	  	
	 480300	 Disposable Oxygen Gas Cylinder	 -0243G		
	BUL-B1694	 Replacement Turbo Gas Cylinder	 -3850G		

Professional Gas Welding Kit
Turbo Set 200  
Contents:
Metal storage carrier.  
Oxygen cylinder 110bar - 1ltr.  
Map Pro cylinder. Oxygen pressure reducer with fill gauge.  
Map Pro pressure reducer with flow gauge.  
Handgrip with adjusting  
knob and lance.  
4 nozzles: 63, 100,  
250, 315 L/m.  
2x 2m hoses with  
connections.  
Safety goggles.  
Lighter. Spanner.

We all stock a wide range  
of welding PPE see page:  
2042�2045 , 2104� 2105  
AND 2155

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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	 Product	 Weight	 Order Code 	  	
	Number	 each	 CTL-885	  	
	 MG-8	 131g	 -5410A		
	 MG-11	 157g	 -5412C		

MG-8 Cam Type Gauge
Depth of undercut, excess weld metal 

(capping size), fillet leg length, fillet weld 
throat size, angle of preparation (0° to 60°, 

misalignment high-low).

MasterGage TM Weld Gauges
MasterGageTM permits quick and accurate measuring of the most popular weld fillet sizes 
in inch and metric. Excellent for checking alignment and inspection of various angles of 
welds. High quality stainless steel (SUS 304) blades to resist rust and for longer life. Blades 
are deburred for fine and smooth edges. All sizes and numerals are laser etched into the 
surface for clarity and easier reading. Comes in a handy vinyl pocket case with snap lock.

Hilo Weld Gauge
Easy to use welder’s gauge, for measuring 
root-weld space and internal 
misalignment. Frequently used in pipe 
welding applications. Supplied with pouch.

MG-11 Weld Fillet Gauge
Permits quick and accurate measuring of 
the most popular weld fillet sizes in inch: 
1/8” - 1” and metric: 3.2 - 25.4mm. All sizes 
and numerals are laser etched into the 
surface for clarity and easier reading. 
MasterGageTM welding gauges are 
intended for general dimensional 
inspection of welded fabrications where 
close tolerances are not expected.

	 Product	 Order Code 	  	
	 Number	 CTL-885	  	

	 ET0032	 -4238M		

EDGE-Series and G-Series  
Oxy/Acetylene Cutting and Welding Kits

ESAB cutting & welding outfits are designed to meet the requirement of the 
modern industrial applications. Available with either EDGE or G Series 
oxygen and acetylene regulators. Kits contain regulators, shank, welding 
mixer, cutting attachment, nozzles, gas hose, FBA's and accessories.
ESAB cutting and welding kits are supplied ready to use with a sturdy carry 
case to allow for safe and easy transportation. EDGE regulators feature 
highly durable recessed gauges and SLAM TM shock-absorbing knob to 
protect regulator and cylinder valve in the event of a fall.G Series regulators 
feature large, clear scale gauges with colour coded operational guidelines, 
and colour coded PA knobs for ease of use and clear identification of gas 
type. NM combination torch has a non-slip handle that is ergonomic and 
comfortable, easing stress on the hand along with a forged brass body and 
stainless steel valves for extended operational life and increased safety.
Kits contain the 3 function ESAB FRT Model flash back arrestors.
Sturdy, hard carry case to transport equipment.

	 Model	 Description 	 Order Code 	  	
	 Number		  MUR-885	  	
	 0700017420	 Oxygen and Acetylene side entry	 -0378C		
	 0700017422	Oxygen bottom entry, Acetylene is side entry	 -0378F		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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	Product	
Dia.	 Plate	 Order Code 	  	

	Number		  Thick.	 CTL-883	  	
	 2017	 1/32”	 3-6mm 	 -1617A		
	 2018	 3/64”	 6-20mm 	 -1618B		
	 2019	 1/16”	 20-50mm 	 -1619C		

AFN Cutting Nozzles
For use with lightweight cutting attachments. 
Plate thickness refers to mild steel.

	Product	
Size	 Plate	 Order Code 	 	

	Number		  Thick.	 CTL-883	  	
	 1161	 No.1	 0.9mm 	 -1161P		
	 1162	 No.2	 1.2mm	 -1162Q		
	 1163	 No.3	 2.0mm	 -1163R		
	 1164	 No.5	 2.6mm	 -1164S		
	 1165	 No.7	 3.2mm	 -1165T		
	 1166	 No.10	 4.0mm 	 -1166V		
	 1167	 No.13	 5.0mm	 -1167W		  	
	CCLW18	 No.18	 6.5mm	 -1168X		

Acetylene  
Welding Mixer

For use with lightweight shank, right, and 
welding nozzles, below.

	 Product	 Weight	 Order Code 	  	
	 Number	 each	 CTL-885	  	

	 2004	 368g	 -8004E		

Lightweight Welding Shank
Shank
Dual-purpose - can be used with welding mixer and nozzles or with cutting attachment.

Cutting Attachment
For use with lightweight shank, 
above,and AFN nozzles (left).

	 Product	 Weight 	 Order Code 	  	
	 Number	 each	 CTL-885	  	

	 2005	 333g	 -8005F		

	
Type	 Size	 Plate	 Order Code 	  	

			   Thick.	 CTL-883	  	
	 1176	 No.1	 0.2mm	 -1176Z		
	 1177	 No.2	 1.2mm	 -1177M		
	 1178	 No.3	 2.0mm	 -1178A		
	 1179	 No.5	 2.6mm	 -1179B		
	 1180	 No.7	 3.2mm	 -1180C		
	 1181	 No.10	 4.0mm	 -1181D		
	 1182	 No.13	 5.0mm	 -1182E		
	 1183	 No.18	 6.5mm	 -1183F		
	 1184	 No.25	 8.2mm	 -1184G		

Type 5 Propane Mixer
Attaches to the type 5 gas shank. 
Suitable for heating using H series 
propane nozzles, can be used with either 
12" or 28" bent neck.

Stainless Steel Bent Necks - 
Propane
Bent necks for use with Propane. Suitable 
for Propane heating nozzles and Type 5 
Propane mixers only. 

Swaged Welding Nozzles
For use with heavy-duty shank. Plate 
thickness refers to mild steel.

ANM Cutting  
Nozzles

Acetylene nozzle mix can be used with the majority of popular cutting torches. 
Plate thickness refers to mild steel.

	 Nozzle	 Plate	 Order Code 	  	
	Diameter	 Thickness	 KEN-883	  	
	 1/32”	 6mm	 -2010K		
	 3/64”	 12mm	 -2020K 		
	 1/16”	 75mm	 -2030K		
	 5/64”	 100mm	 -2040K		
	 3/32”	 150mm	 -2050K		
	 1/8”	 300mm	 -2060K		

	 Product	 Weight	 Order Code 	  	
	 Number	 each	 CTL-885	  	

	 2006	 417g	 -8006G 		

	 Product	 Length	 Order Code 	  	
	 Number	 (mm)	 CTL-885	  	

	 1151	 300	 -7151L		
	 1152	 700	 -7152M		

	 Product	 Weight	 Order Code 	  	
	 Number	 each	 CTL-885	  	

	 2014	 681g	 -7153N		

Swaged Welding Nozzles
For use with lightweight shank and  
welding mixer, above. Plate thickness  
refers to mild steel.

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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	 Product	 Weight	 Order Code 	  	
	 Number	 each	 CTL-885	  	 �

	 2011	 672g	 -8011M		

Cutting Attachment
For use with heavy-duty shank, above,  
and ANM/PNM nozzles, see next page. 

Heavy-Duty Welding Shank
Heavy-duty welding between 1 to 25mm and 
acetylene cutting to 200mm. For a wide range of 
oxygen fuel gas processes, using appropriate 
accessories such as welding mixer and nozzles or 
with cutting attachment. Made to EN ISO 5172.  

	 Product	 Weight	 Order Code 	  	
	 Number	 each	 CTL-885	  	

	 2010	 494g	 -8010L		

PNM Cutting Nozzles
75mm long propane nozzle mix can be 
used with the majority of popular cutting 
torches.

	 Nozzle	 Plate	 Order Code 	  	
	Diameter	 Thickness	 KEN-883	  	
	 1/32”	 6mm	 -2110K		
	 3/64”	 12mm	 -2120K		
	 1/16”	 75mm	 -2130K		
	 5/64”	 100mm	 -2140K		
	 3/32”	 150mm	 -2150K		
	 1/8”	 300mm	 -2160K		

Acetylene Gouging Nozzles - A-GNM
Fully compatible with most heavy-duty welding shanks and 
blowpipes. 
Including 1144, 1143, 2010, Saffire 5, 4, 3, NM250, NM400, Citogas 
HDT200, NMC200. 

	 Size	 Groove	 Groove 	 Order Code 	  	
	(mm)	 Depth	 Width	 CTL-883	  	
	 13	 3-9	 6-8	 -1211D		
	 19	 6-11	 8-11	 -1212E		
	 25	 9-12	 9-12	 -1213F		

Acetylene Heating Nozzles - A-HT 
Fully compatible with most heavy-duty welding shanks including 
1144, Saffire 5, 4, 3, Citogas HDT200.  
Sizes 50 and 100 require A-HT mixer 2012.

	Product	
Size	 Btu/h 	 Order Code 	  	

	Number		  (1000s)	 CTL-883	  	
	 1292	 A-HT 25	 52	 -1292V		
	 1293	 A-HT 50	 91	 -1293W		
	 1294	 A-HT 100	 139	 -1294X		

Neck for Acetylene Nozzles

Mixer

Neck

	 Description 	 Order Code 	  	
		  CTL-885	  	
	 200mm Neck	 -7150K		
	 Heavy-Duty Mixer	 -8012N		

Propane Nozzles - P-H
Fully compatible with most heavy-duty welding shanks and 
blowpipes - For use with HD shanks and Saffire 5, 4, 3; Citogas 
HDT200 and use mixer 143758. Up to 766,000Btu/h can be 
achieved from 5H when used on 1144/1143 with adaptor.

	Product	
Size	 Btu/h	 Order Code 	  	

	Number		  (1000s)	 CTL-883	  	
	 1217	 1H	 72-163	 -1217H		
	 1218	 2H	 102-188	 -1218J		
	 1219	 3H	 183-361	 -1219K		
	 1220	 4H	 236-406	 -1220L		
	 1221	 5H	 281-618	 -1221M		

1H

3H

5H

2H 4H

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Small Circle Cutting Attachment
Allows diameters of up to two times the length of the gas tubes 
to be cut simply and easily. High quality brass body and screws 
with chrome plated steel centre pin. Compatible with most 
blowpipes including
1144, 1143, NMC200, NM250, NM400 etc. 
Also compatible with cutting attachments.

	 Product	 Order Code 	  	
	 Number	 CTL-885	  	

	 2030	 -8030A 		

	 Product	 Order Code 	  	
	 Number 	 CTL-885	  	

	 TJ1602	 -6870M 		

Large Circle Cutting Attachment
Fits onto the nozzle end of the blowpipe, between the head and the cutting nozzle. s optimum two-handed control, fitted with a 
sliding centre device and a roller ball support spigot, ideal for accurately cutting larger diameters. Swing arm is graduated for direct 
reading of circle diameter (2 x radius). High quality brass head and screws with chrome plated steel swing arm and centre slide. 
Compatible with most blowpipes including 1144, 1143, NMC200, NM250, NM400 etc. Also compatible with cutting attachments.

	Product		  Order Code 	  	
	Number		  CTL-885	  	

	 1144		  -7144D		

	Product	 Diameter	 Order Code 	  	
	Number	 Range	 CTL-885	  	
	 2031	 6” - 30”	 -8031B		 		  150 - 760mm

Roller Cutting Guide
Made from machined brass and stainless steel, the roller guide 
keeps an optimum distance and makes cutting of lines and shapes 
quick and easy. It can be used with NM style universal cutters and 
the HD type cutting attachment using ANM and PNM style  
cutting nozzles .

French Chalk Holder
Slimline design sits comfortably in the hand or pocket. Prevents flat chalk sticks for breaking when marking out weld areas or cuts.

	Product	 For Chalk 	 Order Code 	  	
	Number 	 Size	 CTL-885	  	

	 1359	 5 x 12mm	 -7359D		

18 - 90° Blowpipe 
Nozzle mixing and backfire resistant nozzles. For general workshop cutting up to 
250mm (10"). Use ANM/PNM nozzles below. 18" (450mm) has 90° head.

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Spark Lighter
For easy and rapid single-handed ignition 
of welding and cutting torches.

	 Product 	 Weight	 Order Code 		
	Number 	 each	 CTL-885		

	 1364	 84g	 -7364H		   

	Product 	 Weight	 Order Code 		
	Number 	 each	 CTL-885		

	 1363	 252g	 -7363G		

Combination Bottle Spanner
Fits regulators, hoses, flashback arrestors 
and bottle valves.  Drop forged.

Valve Key
Fits gas bottle valves.  Drop forged.

Nozzle Cleaner Set
Prolongs the life of gas welding and 
cutting nozzles. High strength, needle type 
files housed in an anodised aluminium  
flip-up pocket case.

	Product 	 Weight	 Order Code 		
	Number 	 each	 MUR-885		

	 SL2	 89g	 -5007L		

	Product	 Weight	 Order Code 		
	Number	 each	 KEN-883		

	 1216	 20g	 -2500K		

	Product	 Sizes	 Weight	 Order Code 		
	Number	 (mm)	 each	 MUR-885		

	 153391	 0.5 -2.7	 20g	 -4391A		

Nozzle  
Cleaner Set

High strength, needle-type files housed in 
an anodised aluminium pocket case.

Individual Fitted Welding Hoses EN 559/BS EN ISO 3821

Individual Fitted Welding Hoses
Kink and crush resistant hoses with industry standard 3/8” BSP fittings on the regulator end. 
Hoses have safety check valves at the torch end to resist flashbacks.  
Oxygen fittings are right hand thread, fuel gas  
fittings are left hand thread.  
Manufactured to EN 559/BS EN ISO 3821.
OXYGEN - Blue Hose, right hand thread.
ACETYLENE	 - Red Hose, left hand thread.		
PROPANE - Orange Hose, left hand thread.

	 OXYGEN	 ACETYLENE	 PROPANE
	 Hose	

Length	 DSCV	 Reg.	Order Code 		  Order Code 		  Order Code	
	 Size			   Nut	 CTL-885		  CTL-885		  CTL-885	
	 6mm	 5m	 1/4”	 3/8”	 -7950A		  -7958A		       -	 -
	 6mm	 10m	 1/4”	 3/8”	 -7950B		  -7958B		       -	 -
	 6mm	 20m	 1/4”	 3/8”	 -7950D		  -7958D		       -	 -
	 6mm	 5m	 3/8”	 3/8”	 -7951A		  -7959A		  -7967A	
	 6mm	 10m	 3/8”	 3/8”	 -7951B		  -7959B		  -7967B	
	 6mm	 20m	 3/8”	 3/8”	 -7951D		  -7959D		       -	 -
	 8mm	 5m	 3/8”	 3/8”	 -7953A		  -7961A		       -	 -
	 8mm	 10m	 3/8”	 3/8”	 -7953B		  -7961B		       -	 -
	 8mm	 20m	 3/8”	 3/8”	 -7953D		  -7961D		       -	 -
	10mm	 5m	 3/8”	 3/8”	 -7955A		  -7963A		  -7971A	
	10mm	 10m	 3/8”	 3/8”	 -7955B		  -7963B		  -7971B	
	10mm	 20m	 3/8”	 3/8”	 -7955D		  -7963D		  -7971D	

Piezo - Electric Gas Lighter
1286
Flint-less lighter for safe and easy lighting 
of welding and cutting torches.

	Product 	 Order Code 		
	Number 	 CTL-885		

	 1286	 -0124P		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Argon & Acetylene Regulators 
Designed with two gauges to indicate 
cylinder contents and outlet pressure. 
Argon regulator outlet gauge is calibrated 
for flow 0 - 35lpm. Acetylene regulator has 
a calibrated flow rate of 0 - 1.5 bar with a 
full 250 bar capacity.
Features:
Flow rates  
up to  
80m 3/h  
(2824 ft3/h) 
300 bar  
capability. 
Features  
2 gauges  
displaying  
cylinder  
contents  
and pressure.

Bottom entry design suited  
for top outlet cylinder valves.
Fitted with 1/4” parallel threaded gauges.
Fitted with standard 3/8” BSP outlet. 
Fitted with 5/8” BSP inlet connections.

	 Gas	 Rating 	 Order Code 	
	 Type		  SPW-884	
	 Oxygen	 10 bar	 -1020A	
	 Oxygen	 10 bar	 -1020B	
	 Acetylene	 1.5 bar	 -1020C	

	 Gas	 Rating 	 Order Code 	
	 Type		  SPW-884	
	 Oxygen	 10 bar	 -1010A	
	 Acetylene	 1.5 bar	 -1010B	
	 Argon/C02	 35ltr/min	 -1010C	
	 Nitrogen	 10 bar	 -1010D	

Multi Stage - 2 Gauge 
Regulators

Multi stage regulators are designed to be 
used where constant pressure and flows 
are critical. Once set, the outlet pressure 
and flow rate remain constant until the  
gas source is interrupted or when the  
cylinder  
empties.

	Product	
Type	 Order Code 	 	

	Number	  	 CTL-885	  	
	 1265	 90�  Right Hand 	 -7265G		
	 1266	 90�  Left Hand 	 -7266H		

Cylinder Adaptors  
for Side Entry Cylinders
Threaded female one end to connect to a 
regulator and male on the other end to fit 
into the gas cylinder. Suitable for side 
entry cylinders such as air 
products etc.

Flowmeter  
Argon Regulator
This flowmeter is ideal for TIG 
use. Just adjust the valve and 
the ball will hover against the 
required litres per min 
measurement mark.
0 - 14 lpm. 

 	 Order Code 	  	
	 CTL-885	  	

	 -7242H		

Automatic Flashback Arrestor
GA-D97 Right hand - OXYGEN.
GA-D97 Left hand - PROPANE/
ACETYLENE.

	 Gas	 Order Code 	  	
	 Type	 KEN-884	  	
	 Acetylene	 -4200K 		
	 Argon	 -4300K 		

Oxygen 
Regulators 

Designed with 2 gauges to indicate 
cylinder contents and outlet pressure. 
4.0 Bar Oxygen Regulator  
Full 300 bar capacity. 
10.0 Bar Oxygen Regulator 
Full 300 bar capacity. 
Bottom entry  
design, which  
is suited for  
top outlet  
cylinder valves. 
Fitted with 1/4”  
parallel threaded  
gauges,  
standard  
3/8” BSP  
outlet and  
5/8” BSP inlet  
connections.  

	 Model	 Gas	 Order Code 	  	
	 Number	 Type	 CTL-884	  	
	GA-D97R	 Oxygen	 -2811B		
	
GA-D97L

	 Propane 	 -2810A		 		  Acetylene

	 Rating 	 Order Code 	  	
		  KEN-884	  	
	 10.0 Bar 	 -4120K		
	 4.0 Bar 	 -4140K		

	 Number
 	 Order Code 	  	

	 of cylinders	 CTL-884	  	
	 2	 -1180B		
	 3	 -1181C		

Gas Cylinder Wall Brackets 
Tubular design with epoxy coated 
steelwork and bright zinc plated chains for 
securing cylinders. Suitable for cylinders up 
to 280mm in diameter.

Wall fixings  
supplied separately

Propane  
Regulator
Single stage  
plugged propane  
regulator.

 	 Order Code 	  	
	 CTL-884	  	

	 -0550L		

Side Entry Single Stage - 2 
Gauge Regulators
Side entry regulators - specifically 
designed for general purpose work, ing a 
cost-effective solution for all common 
cutting,  
welding and heating applications.

Replacement  
Flints

Compatible with most brands of spark 
lighter.

	Product	
Style	 Order Code 	  	

	Number	  	 CTL-885	  	
	 1283	    Cup Flints 	 -7283L		

PACK OF
10

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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	Product	 Integral	 Handle 	 Order Code 	  	
	Number	 Hose End	 Weight 	 BUL-860	  	
	 1185	 4.8mm	 210g	 -1185L	
	 1340	 4.8mm	 260g	 -1340W	
	 1345	 4.8mm	 800g 	 -1345X	

Standard Torch 
Handles Only

No.1185 With comfortable, flat nylon handle 
strong enough to withstand rough usage. 
With standard needle valve. 
No.1340 Specially designed with an 
immensely strong steel spring handle to 
stand up to the tough conditions of 
contractors' use. With standard needle valve .
No.1345 Extended Torch Handle Only
Extra long handle with arm rest for extra 
comfort. Standard needle valve. Takes any 
of the standard burners and can be used 
in conjunction with the multiple burner 
adaptors Nos.1122 and 1123. 
Overall length: 1060mm.

High Pressure Gas Hose
Suitable for replacing 
damaged hose.  
4.8mm bore x 1m 
length.  
Conforms  
to BS3212: 1991/2/4.8.

	Product	 Length	 Weight 	 Order Code 	 	
	Number	 mm	 each	 BUL-860	  	
	1112	 305 (12”)	 150g	 -1112D		
	1124	 610 (24”)	 250g	 -1124J		
	1140	 1020 (40”)	 400g	 -1140K		

	Product	 Weight	 Order Code 	  	
	Number	 each	 BUL-860	  	
	 110P	 1.61kg	 -0110P		
	 140P	 1.22kg	 -0140E		

	Product		  Order Code 	  	
	Number		  BUL-860	  	

	 1299		  -1299F		

	Product 	   	Dimensions (mm)		  Weight	 Order Code 	  	
		  	 Flame*		      BurnerNumber 	 c	  d	 e†	 a	 b	 each	 BUL-860	  	

	 1472	 105	 8     	42	 74	 16	 73g	 -1472K		
	 1210	 140	 14	 55	 83	 16	 95g	 -1210P		
	 1220	 155	 21	 80	 83	 19	 100g	 -1220Q		
	 1230	 185	 28	 85	 88	 25	 135g	 -1230W		
	 1240	 215	 38	 90	 101	 32	 180g	 -1240Y				  
1250	 270	 50	 120	 109	 38	 213g	 -1250B		
	 1260	 350	 62	 155	 110	 48	 222g	 -1260C		
	 1270	 420	 74	 175	 120	 63	 380g	 -1270E		

Handle 
No. 1185

Burner 
No. 1230

Burner 
No. 1230

Handle 
No. 1340

Extension Tubes
For use between handle and burner for 
extending the reach. Can also be used in 
conjunction with multiple burner adaptors  
No. 1123.

Notes: *The data are for the torch burning propane at 1 bar.
†To obtain gas consumption and heat input data at 2 bar, multiply these figures by 1.4.

140P

Burners for Standard Torches (Burner Only)
Robust, strong, reliable burners for a wide range of needs.
No.1472 Well defined flame.
No.1210 Small flame for narrow window sashes, central heating installations.
No.1220 Medium flame – for soldering and silver soldering.
No.1230 General purpose flame.
No.1240 More powerful general purpose flame.
No.1250 Suitable for metal melting.
No.1260 Powerful flame for general engineering purposes.
No.1270 �Extremely powerful, for heavy soldering, forging, roofing, weed  

burning.

Gas Supply
For use at high pressure (0.35 - 2 bar). Sizes up to No.1230 burner 
can be used off either propane and butane; and also off Gaz cyl -
inders (using adaptor No.1070). Nos.1240 to 1270 burners should 
only be used off propane, and for continuous use the minimum 
size of cylinder is shown in the table.
Flashback Arrestors  
These are NOT required for Bullfinch propane torches.

Regulator
Any of the Tinyregs or Bijou regulators. The No.1051 variable 
Tinyreg for propane is recommended to give best results from 
these torches.

Hose
4.8mm high pressure hose to BS 3212/2 (No.1299) only must be 
used, with suitable hose clips.

	
Description 	 Order Code 	  	

		  PRM-875	  	
	 Regulator	 -8716A		
	 Standard Burner	 -8719D		

Primus 2000 Cylinder Regulator
Primus 2000 regulator with knurled valve control. Standard burner for 
general- purpose applications. Full flame burner for large soldering,  
brazing and heating jobs.

Standard Torch Kits
Torches assembled with hose, regulators 
and burners for immediate use.
No.110P (Propane)
Contents: handle No.1185, 
burner No.1230, Tinyreg No.1041, 2.75m 
(9ft), HP hose No.1299, two ‘O’ clips 
No.1324.
No.140P (Propane)
Contents: 
handle No.1340, 
burner No.1230, Tinyreg variable 
regulator 
No.1051, 
2.75m (9ft), HP hose 
No.1299, 
two ‘O’ clips  
No.1324.

	Product	 Burner	 Weight 	 Order Code 	 	
	Number	 Adaptor	 each	 BUL-860	  	
	1122	 Twin (2)	 170g	 -1122G		
	1123	 Trident (3)	 250g	 -1123H		

Multiple Burner Adaptors
Allows two or three 
burners to be attached  
to extended torch handle 
No.1345 or to other torch 
handles (the latter usually 
in conjunction with the 
extension tubes Nos.1112, 
1124 and 1140 see above). 
Length: 120mm. 
Burner spacing: 125mm.

new

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Autotorch 
System

Automatic push-button, piezo-electric ignition plus easy 
to change burners. To BS EN 731.

No.2100 (Handle Only)   
Strong, glass-filled  

nylon handle, styled for maximum  
comfort. Incorporates needle  

valve and piezo-electric ignitor.  
Takes any of the burners  

for Autotorch system  
2 (but not for Autotorch brazing system).

Autotorch Burners  
(Burner Only)
No.2102 Fine flame burner for 
localised heating.
No.2103 Small flame burner for 
soldering small assemblies.
No.2104 Medium flame burner for 
heating, plumbing and engineering 
where a compact well defined 
flame is required.

No.2105	General purpose heating 
and soldering burner with a large 
well defined flame.
No.2106	More powerful flame for 
general use.
No.2121	Autotorch soft flame 
burner. 
Well spread flame for heat 
shrinking of plastics for cable 
jointing and other industrial 
plastics.

Autotorch Propane Kits
Torches assembled with hose, regulators 
and burners for immediate use.
No.230P contents: handle 
No.2100, burner No.2105 
Tinyreg variable regulator 
No.1051, 2.75m (9ft) HP 
hose No.1299, 2 'O' clips 
No.1324.

Gas Supply Propane or butane at 
high pressure (0.35 - 2 bar).
Cylinders Any standard propane or 
butane cylinder (Gaz cylinders using 
No.1070 adaptor).
Regulator Any of the Tinyregs or Bijou 
regulators. The No. 1051 variable 
Tinyreg for propane is recommended 
to give the best results from the torch.

Hose
4.8mm high pressure hose to BS 
3212/2 (No.1299) only must be used, 
with suitable hose clips. 
Flashback Arrestors
These are NOT required for Bullfinch 
propane torches.

	Product	 Integral	 Handle 	 Order Code 	 	
	Number	 Hose End	 Weight 	 BUL-860	 	

	 2100	 4.8mm	 354g	 -2100K		

	Product 	  		 Dimensions (mm)		  Weight	 Order Code 	  	
			   Flame*		    	 Burner	Number 	  c	 d	 e†	 a  	 b		  each	 BUL-860	  	

	 2102	 125	 13	 40	 110	 70		  530g	 -2102M		
	 2103	 150	 15	 40	 100	 70		  520g	 -2103N		
	 2104	 150	 18	 45	 100	 50		  580g	 -2104P		
	 2105	 150	 30	 45	 100	 50		  580g	 -2105Q		
	 2106	 250	 40	 40	 145	 100		  530g	 -2106R		
	 2121	 290	 54	 24	 132	 90		  614g	 -2121V		 	 Product	 Weight	 Order Code 	  	

	Number	 each	 BUL-860	  	

	 230P	 1.40kg	 -0230G		  Notes:
*The data is for the torch burning propane at 1 bar. †To obtain gas 
consumption and heat input data at 2 bar, multiply these figures by 1.4.

High performance high pressure regulators to BS 3016,  
operating over temperature range 20°C to +50°C.  
Tinyregs: No.1051. Any can supply enough gas for any single  
Bullfinch product. Tinyregs pre-set: No.1041, 
Bijou: No.1465 and No.1466 - high volume compact  
regulators for propane. Ideal for supplying two or more  
appliances and those with a high throughput.

	Product	 Output	 Hose		 Dimensions(mm)	 Weight	 Order Code 	  	
	Number	 Bar	 End	 a	 b	 c	 each	 BUL-860	  	
	1041	 1	 4.8	 68	 93	 43	 318g	 -1041X		
	1051	 0.35-2	 4.8 	 68	 115	 43	 330g	 -1051A		
	1465	 0.35-2	 6.3, 8, 4.8	 106	 125	 57	 545g	 -1465G		
	1466	 1	 6.3, 8, 4.8	 106	 105	 57	 480g	 -1466H		

2102 2103 2104 2121

Regulators
No.4041 Brazing (not illustrated).  
Specially designed propane regulator to BS 
3016 giving a 4 bar preset outlet pressure. 
Robust brass construction.
No.330 Low Pressure: Compact low pressure 
regulator for propane. Conforms to BS 3016.  
For industrial and domestic use and for use in 
caravans, boats and camping. Output pressure: 
37m bar.

Screwed Hose Connector
Bullfinch No.1021 screwed hose  
connector 3/8” BSP-LH female  
union x 4.8mm hose end.

	 Product	 Weight	 Order Code 	  	
	Number	 each	 BUL-860	  	
	 4041	 394g	 -4041A		
	 330	 299g	 -0330J		

	 Product	 Weight	 Order Code 	  	
	Number	 each	 BUL-860	  	

	 1263	 285g	 -1263D		

	Product	 Integral 	 Weight 	 Order Code 	  	
	Number	 Hose End	 each	 BUL-860	  	

	  1021	 4.8mm	 42g	 -1021R		

Autotorch Brazing Burners (Burner Only)
No.4103 giving the smallest, No.4105  the largest, flames. The burners 
must be used at 4 bar pressure and should not be turned down. If a 
smaller flame is required a smaller burner must be used.

	Product 	  	   Dimensions (mm)		  Weight	 Order Code 	  	
			   Flame		    BurnerNumber 	  c	 d	 e	 a		  each	 BUL-860	  	

	 4103	 110	 15	 20	 110		  534g	 -4103C		
	 4104	 170	 20	 30	 130		  537g	 -4104D		
	 4105	 220	 30	 40	 145		  546g	 -4105E		

Gas Supply & Regulator
The torch must be used with propane 
only at 4 bar pressure. We recommend 
the brazing regulator No.4041 which is 
already fitted to the kit .
Cylinders
Any standard propane cylinder.

Hose
4 - 8mm high pressure hose to BS 
3212/2 (No. 1299) only must be used, 
with suitable hose clips.
Flashback Arrestors
These are NOT required for Bullfinch 
propane torches.

Flame Temperature
The hottest flame temperature zone 
begins approximately 12mm ( 1/2”) 
from the end of the nozzle and 
extends for 20 to 50mm, depending 
upon burner size. Maintain these 
distances from the work-piece for  
maximum heating effect.

	Product	 Integral 	 Handle 	 Order Code 	  	
	Number	 Hose End	 Weight 	 BUL-860	  	

	 4100	 4.8mm	 366g	 -4100B		

BSP Two Way Outlet Valve
The No.1263 two way outlet valve  
from Bullfinch has a 3/8” BSP - LH  
female union with two 4.8mm hose  
ends. Needle valves on each  
outlet. Gives two outlets off a  
Bijou regulator.

Autotorch Brazing System
A portable bronze brazing system  
using only a single cylinder of  
propane. Automatic piezo-electric  
ignition plus interchangeable burners.
No.4100 (Handle Only)   
Strong glass-filled nylon handle, styled  
for maximum comfort. Incorporates needle  
valve and piezo-electric ignitor. Takes any of  
the Autotorch brazing system burners (but not  
the Autotorch System 2 burners).

Burners supplied 
separately

Burners supplied 
separately

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021

UNP2021_1768.indd   1UNP2021_1768.indd   1 03/12/2020   11:42:1003/12/2020   11:42:10



860
G

roup

W
elding

Gas Torches & Blow Lamps

1769

Micro Torch  - Refillable
430000
Gives a precise and adjustable 
flame ideal for  cooking, lighting  
barbeques,  candles and also  small 
soldering jobs.  Hi-tech 
polymer  
construction. 
Automatic 
ignition. Flame 
temperature 1300°C, 
burning time per  fill 
60min.

Disposable Cartridges
P2203CA 300ml (175g) and
P2204CA 600ml (336g).
Disposable cartridges with  
self-closing valves, contain  
a gas mixture of 35% propane  
and 65% butane. 
P2210CA
Pierceable cartridge,  
contains  
100% butane.  
350ml (190gm).

P229501
Work pressure: 1bar. 
Gas consumption: 70g/h .
Effect: 900W. 
Use only with Powergas  
cartridge P2204CA.

P228201 
Built-in anti-flare, piezo ignition, superior 
flame adjustment and an ergonomic  
comfort grip.
Burner diameter: 20mm. 
For use with Powergas cartridge P2203CA.

	 Product	
Description 	 Order Code 	

	 Number		  SIV-860	
	 P229501	 Torch	 -0070K	

Blow  
Torches

Frequently used by professionals and do-it-yourself.  
For soft soldering, small brazing, paint stripping and 
other heating applications.

	 Product	
Description 	 Order Code 	

	 Number		  SIV-860	
	 P228201X	 Torch	 -0190K	

	Product	 Refill	 Order Code	
	Number	 Size (ml)	 SIV-860	
	P2203CA	 300	 -0020K 	
	P2210CA	 350	 -0030K	
	P2204CA	 600	 -0040K	

Unilow 
Furnace

Robustly designed with a 
wide low frame that gives 
great stability and safety. 
An advanced design of 
air intake adjustment to 
give a wide range of 
flames from vigorous to 
soft - and more precise 
control of the heat.

	 Product	 Order Code 	
	 Number	 BUL-860	

	  1365	 -1365Z	

	 Product	 Order Code 	
	 Number	 RBC-566	

	  3.5644X 	 -3564G	

P229501P228201X
	 Product	

Description 	 Order Code 	
	 Number		  SIV-860	
	 430000	 Torch	 -0060K	
	 E0509012	 Refill	 -0010K	

	Product	 Gas	 Order Code 	
	Number	 Cartridge	 SIV-860	
	 2202	 110g Ultra Gas	 -0120K	
	 2206 	 400g Ultramapp 	 -0130K	
	 2208	 400g Propane	 -0140K	

Gas Cartridges
To suit Sievert soldering  
and brazing tools.

Super-Fire 2 
Brazing Torch

This soldering and
brazing torch s
instant automatic ignition.
Guaranteed anti-flare.
Long life piezo ignitor.
Solid die cast torch body.
Fine filtered jet.
Professional performance.
Works in any position - even
upside down.

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Brazing  
Rods 

For joining and repairing most metals.  
‘Retail’ packed in reusable storage wallets. 
AR2422	 Copper to Copper	 250 x 2.0mm.
AR2423	 Aluminium Repair	 250 x 4.0mm.
AR2424	 All Purpose	 250 x 3.5mm.

	 Model	 Pack	 Order Code 	
	 Number	 Quantity	 GGS-875	
	 AR2422	 4	 -2221D	
	 AR2423	 2	 -2222E	
	 AR2424	 2	 -2223F	

 

Disposable Gas Cylinders
Propane Gas Cylinder - 3.5535
Disposable propane gas cylinder. Ideal for jet torch,  
quick fire, super fire 2 and micro fire.
MAP/Pro Gas Cylinder - 3.5536
Based on a stabilised mixture of methylacetylene (propyne)  
and propadiene. MAPP gas is safer than acetylene; There is  
no 15psi limit and it can to use on board ships and in mines.  
delivers higher temperatures than propane. Although  
acetylene has a higher flame temperature (3160� C, 5720�F),  
MAPP has the advantage that it requires neither dilution nor  
special container fillers during transport, allowing a greater  
volume of fuel gas to be transported at the same given  
weight, and it is much safer in use.

	 Gas 	 Cartridge 	 Order Code 	
	 Type	 Size	 RBC-566	
	Propane	 400g	 -3535R	
	MAP/Pro	 400g 	 -3566H	

Butane Soldering Tool
PIEZO self ignition. Uses standard butane 
lighter fuel and is simple to refill. Fully 
adjustable tip temperature control with a 
safety fuel cut-off when cap is 
replaced. Textured anti-slip barrel 
with built in stand for anti roll. 
Supplied with pointed 
soldering tip. Can be used 
with double flat, hot air, 
flame and hot knife, 
can  also be used as a 
blow torch. Supplied 
without fuel. 

	 Product 	 Weight	 Order Code 	  	
	 Number	 each	 KEN-516	  	

	 BS075	 100g	 -9100K		

	Power rating: 	 50W
	Soldering temperature 	 375� C
	Run time	 60 minutes	
	Overall length with cap: 	 195mm
	Overall length with soldering tip: 	 180mm.

Butane Micro  
Soldering Tool

Cordless and refillable. Uses standard butane lighter fuel. 120W 
rating. Working temperature range up to 1,300� C. Lightweight, 
windproof flame, 
ideal for outdoors. 
Easily removed nozzle 
for cleaning or 
replacement. Can be used for 
shrinking heat seal plastic tubing. 
Light duty soldering. Craft projects. 
Thawing frozen locks. Includes one refillable 
fuel cartridge.

	 Weight 	 Order Code 	  	
	 each	 SEN-516	  	

	 105g	 -2000K 		

Butane Soldering  
Tool Kit

BSK125
Butane soldering iron complete with 5 tip attachments, cleaning 
sponge and safety stand.
Kit contents:   
1x butane soldering iron. 5x tip attachments: 2.4mm and 4.8mm double 
flat, hot knife, hot air blower and hot air deflector. 
1x cleaning sponge, 1x safety stand.

	 Weight	 Order Code 	  	
	 each	 KEN-516	  	

	 460g	 -9320K		

8
PIECES

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Rack  
Clamps

Consist of a J shape notched bar and sliding jaw. Finished in a bright orange epoxy coating for durability. Uses include metal 
fabrication, welding, moulding box and die holding, pattern making, plastic and fibreglass moulding and plate fabrication. 
No long screws to bend, or critical working parts exposed to weld spatter. The action of tightening the clamps does not impose 
rotation to the workpiece. The jaws may be reversed and the clamp used in reverse action. 

	 Product	 Description	 Capacity	 Reach	 Overall	 Load	 Weight	 Order Code 	  	
	 Number	 (Duty)	 (mm)(Inch)	 (mm)(Inch)	 Length	 daN	 each	 CVR-420	  	
	 T186-150 		  150 (6”)	 60 (23/8”)	 245 (93/4”)	 1130	 1.4kg	 -4024C	 	
	 T186-300	  	 300 (12”)	 60 (23/8”)	 395 (151/2”)	 1130	 1.8kg	 -4028C	 	
	 T186-500	 Standard  	 500 (20”)	 60 (23/8”)	 640 (251/8”)	 1130	 2.5kg	 -4038C	 	
	 T186-750	  	 750 (30”)	 60 (23/8”)	 890 (351/2”)	 1130	 3.2kg	 -4046C 	 	
	 T321-250	 Standard Long	 250 (10”)	 120 (43/4”)	 360 (141/2”)	 565	 4.2kg	 -4224C	 	
	 T290-225	  	 225 (9”)	 90 (31/2”)	 420 (161/2”)	 1800	 5.5kg	 -4174C	 	
	 T290-450	 Medium  	 450 (18”)	 90 (31/2”)	 655 (253/4”)	 1800	 7.0kg	 -4178C	 	
	 T290-750	  	 750 (30”)	 90 (31/2”)	 959 (373/4”)	 1800	 8.5kg	 -4186C	 	
	 T285-225	  	 225 (9”)	 200 (8”)	 420 (161/2”)	 900	 7.1kg	 -4134C	 	
	 T285-450	 Medium Long 	 450 (18”)	 200 (8”)	 655 (253/4”)	 900	 8.5kg	 -4138C	 	
	 T257-150	  	 150 (6”)	 115 (41/2”)	 403 (157/8”)	 2700	 9.8kg	 -4084C 	 	
	 T257-300	  	 300 (12”)	 115 (41/2”)	 555 (217/8”)	 2700	 10.9kg	 -4088C 	 	
	 T257-450	 Heavy 	 450 (18”)	 115 (41/2”)	 710 (273/4”)	 2700	 12.2kg	 -4092C	 	
	 T257-600	  	 600 (24”)	 115 (41/2”)	 850 (331/2”)	 2700	 13.1kg	 -4096C	 	
	 T257-900	  	 900 (36”)	 115 (41/2”)	 1165 (453/4”)	 2700	 15.8kg	 -4100C	 	

Industrial  
Rack Clamps

For various engineering and maintenance applications across all industrial sectors.  
A bright yellow epoxy coating gives the sliding jaw and J-bar added protection, 
preventing significant deterioration and prolonging the working life of the working parts.
Features: Spring loaded jaw that stays in position when pressure removed. Jaw moves 
to securely clamp angled surfaces. No long screws to bend. Tightening the clamps does 
not impose rotation to the workpiece.

Applications:  
Metal fabrication  
Welding  
Machining  
Site maintenance  
Moulding box and  
die holding  
Toolroom  
Plastic and fibreglass moulding  
Plate fabrication

	 Product	 Description 	 Capacity 	 Load	  Weight 	 A 	 A1 	 A2 	 B 	 B1 	B2 	B3 	 B4 	 L 	 L1 	 Order Code 	  	
	Number		  (S)	 (kN)	 kg											           IND-420 	  	
	 SD150		  150		  1.3									         279		  -7815K		
	 SD300	 Standard Duty 	 300	 10	 1.9	 25	 10	 76	 32	 60	 47	 30	 76	 429	 43.5	 -7830K		
	 SD500	 Rack Clamp	 500		  2.4									         629		  -7850K		
	 SD750		  750		  3.1									         879		  -7875K		

Clamping Force 1000 kgf (10 kN)

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Bar Clamps
Finished in a bright orange epoxy coating for durability. 
For tough jobs in engineering applications. Carver bar clamps are supplied complete, with notched bar and two reversible jaws, easily 
positioned to workpiece before tightening.

	 Product	 Description	 Capacity	 Reach	 Overall	 Load	 Weight	 Order Code 	 	
	 Number	 (Duty)	 (mm) (Inch)	 (mm) (Inch)	 Length	 daN	 each	 CVR-420	  	
	 T186-600 		  600 (24”)	 60 (23/8”)	 710 (273/4”)	 1130	 3.4kg	 -4042C 	 	
	 T186-900	 Standard  	 900 (36”)	 60 (23/8”)	 1020 (401/8”)	 1130	 4.4kg	 -4050C 	 	
	 T186-1500	  	 1500 (60”)	 60 (23/8”)	 1625 (64”)	 1130	 5.8kg	 -4058C	 	

	
T321-600	 Standard Long Reach	 600 (24”)	 120 (43/4”)	 710 (273/4”)	 565	 3.50kg	 -4234C	 	

	 T290-900	 Medium  	 900 (36”)	 90 (31/2”)	 1070 (421/8”)	 1800	 10.5kg	 -4190C	 	
	 T290-1500	  	 1500 (60”)	 90 (31/2”)	 1690 (661/2”)	 1800	 14.0kg	 -4202C	 	

	To Suit	 Order Code 	  	
	 Bar	 CVR-420	  	
	T186 	 -4020J 	 	
	T257 	 -4080J 	 	
	T285 	 -4130J	 	
 	T290 	 -4170J	 	
	 T321	 -4220J	 	

Spare jaws supplied as singles.

	Capacity	 Throat	 Weight 	 Order Code 	 	
	  (mm)	 Depth	 each	 KEN-539	  	
	   50	 40mm	 0.60kg	 -2420K		
	   75	 50mm	 0.70kg	 -2430K		
	  100	 65mm	 1.30kg	 -2440K		
	  150	 90mm	 3.00kg	 -2460K		
	  200	 110mm	 4.50kg	 -2480K		
	  250	 130mm	 5.90kg	 -2500K		
	  300	 150mm	 9.10kg	 -2520K		

Extra Heavy Duty G-Clamps -  
Copper Plate Screw
Manufactured from drop forged ribbed 
anti-twist frame steel suited to fabrication 
and welding applications, etc. Resistant to 
rusting and weld spatter.

	Capacity 	 Overall 	 Weight	 Order Code 	 	
	   (mm)	 length	 each	 KEN-558	  	
	 0 -   25	 300mm (12”)	 300g	 -8720K		
	 0 - 100 	 330mm (13”)	 800g	 -87		

Spindle  
Clamps

Fine spindle clamping adjustment enables 
accurate clamping. Swivel joint clamping 
points allow tapered surfaces to be securely 
clamped. Copper plated 
spindle and clamping 
points ensure weld 
splatter will not 
adhere.

Frames (without jaws) can 
also be supplied separately  

on request   

	Capacity	 Weight 	 Order Code 	  	
	 (mm)	 each	 KEN-539	  	
	 60mm	 05.3kg	 -0360K		
	 90mm	 10.5kg	 -0390K		

90° Welding  
Angle Clamp

One man set up and operation, 
made from cast iron, copper 
plated spindle for spatter 
protection, T-Handle ena-
bles high pressure for secure 
clamping, easy fixing to a 
work bench or machine tool 
table.

new

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021

For more  Clamps see pages 
1032-1035
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Aerodag  
Ceramishield

Long term protective coating for welding equipment. 
Ceramic coating prevents adhesion of welding 
spatter.

Welder’s  
Anti-Spatter Spray

SW1-400C
Apply spray before welding to prevent spatter 
sticking to  
the metal. CO 2 propelled aerosol. 
Multi-use fluid:
• �Welding wire (MIG) lubricant
• �Post weld corrosion protector
• �Silicone and CFC free
• �Easy to wipe or rub away
• �Non flammable product and propellant

	 Product		  Order Code 	
	 Number	 Size	 SOL-732	
	 SW1-400C	 400g	 -0840K	

		  Order Code 	  	
	 Size	 SOL-732	  	
	 5ltr	 -9300K 		
	 20ltr	 -9310K		

Maintenance Welder’s  
Anti-Spatter Fluid
Reduces the risk of joint 
puddling and greatly reduces 
preparation time prior to final 
painting. Does not affect any 
subsequent galvanising or 
painting operations. 
Evaporates under normal weld 
temperatures. 
Dichloromethane and silicone-
free. Non-flammable, non-
toxic, non-corrosive and 
biodegradable.

	
Size	 Order Code 	  	

		  LOC-725	  	
	 400ml	 -4070A 		

Bioweld Weld  
Anti-Spatter

Water-based, with no harmful solvents, 
silicones or mineral oils. Odourless, non-
flammable and safe in use. Fine spray 
ensures total control and economical 
coverage. Film is easily wiped away and 
leaves no residues. Allows post welding 
operations, painting, plating, galvanising 
etc to be undertaken without 
interference. Contains a rust inhibiting 
agent.

		  Order Code 	 	
	 Size	 AMB-701		
	 400ml 	 -1400H		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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	 Pack	 Order Code 	  	
	 Size	 SIF-885	  	

	 500g 	 -8800T 		

Tip-Dip  
Paste

Reduces the effects of weld spatter. 
Protects and prolongs the life of Mig 
nozzles, contact tips, jigs and fixtures. 
Will not clog threads, or cause porosity 
regardless of amount used. Non-toxic, 
non-flammable, odourless, contains no 
harmful hydro-carbons, 
silicone-free.

Stainless Steel  
Pickling Paste

For the treatment of corrosion on stainless 
steel and nickel alloys prior to welding. Brush 
not supplied.

	Product	
Size	 Order Code 	  	

	Number		  CTL-885	  	
	 71E	 2kg 	 -6030A 		

Stainless Steel  
Pickling Paste

Antox NP is used to neutralise pickling 
pastes that contain hydrofluoric and nitric 
acids. The neutralizing paste is applied 
directly on top of the  
pickling paste before it is 
washed off. It must be  
mixed well before use  
as it settles when stored.

	
Size	 Order Code 	  	

		  CTL-885	  	
	 2kg 	 -6026M		

‘The Works’ Pre-Weld Spray
Spraying a light film on material prior to tacking 
or welding gives clean welding conditions, 
prevents spatter adhesion, porosity and greatly 
reduces dressing time. It contains a corrosion 
inhibitor, creates better welds and reduces heat 
discolouration. There are no propellants involved, 
100% product expelled using this unique spraying 
system that works at 360° with no wastage.

	 Aerosol	 Order Code 	  	
	 Size	 CTL-885	  	

	 600ml 	 -6590S		

Anti-Spatter  
Spray

AS-90
Prevents build-up of weld spatter on work, 
nozzles, jigs and fixtures. Fast acting. 
Multi-use fluid:
• �Welding wire (MIG) lubricant
• �Post weld corrosion protector
• �Silicone and CFC free
• �Easy to wipe or rub away
• �Non flammable  

product and propellant

	Product 	 Aerosol	 Order Code 	  	
	Number	 Size	 ACN-732	  	
	 AS-90	 400g	 -1000K 		

Aristo Advanced  
Pre-Weld Anti-Spatter
0700014073
Reduce the need for chipping, sanding and grinding to 
a minimum,  residue is easily cleanable with water and 
imposes no issues with any after treatment has an 
extreme ability to withstand high temperatures

	 Size	 Order Code 	  	
		  MUR-885	  	
	 500g 	 -0377W		

Eco-Tech Pre-Weld 
Anti-Spatter Aerosol

0700006013
This completely non-combustible solvent free 
liquid should be applied in a thin layer before 
welding. Does not contain anything that can 
interfere with painting, galvanisation or any other 
after treatments.

	 Size	 Order Code 	  	
		  MUR-885	  	
	 300g 	 -0377P 		

High-Tech  
Anti-Spatter

0760025500
Prevents spatter from sticking on the work piece (or on 
the welding torch).  non-combustible, no toxic 
classification, uses no harmful gases and is safe for the 
skin. 
 It is absolutely silicon-free and water-soluble. The 
design of the aluminium can and valve makes it 
possible to spray in all positions. High-tech contains 
no dangerous or harmful substances according to 
88/379/EEC.

	 Size	 Order Code 	  	
		  MUR-885	  	
	 400g 	 -0399E 		

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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How does this  
effect YOU?
There is a strengthening of HSE’s enforcement expecta-
tion for all welding fume,  
including mild steel welding; because general  
ventilation does not achieve the necessary control.

Action required
•	 Make sure exposure to any welding fume released 

is adequately controlled using engineering controls 
(typically LEV).

•	 Make sure suitable controls are provided for all weld-
ing activities, irrelevant of duration.   
This includes welding outdoors.

•	 Make sure all engineering controls are correctly used, 
suitably maintained and are subject to  
thorough examination and test where required.

Control the risk
Consider controls in this order for all welding work:

•	 Avoid or reduce exposure.

•	 Use Local Exhaust Ventilation (LEV) to take the 
fume away at source.

•	 Use suitable Respiratory Protective Equipment 
(RPE), for example a facemask, to protect workers 
from inhaling fumes.

The exposure controls required detailed in WL3 are:

Definitions used in above table: 

•	 High-intensity welding: repeated welding throughout the shift. Welding 

arc time of more than 1 hour per  

welder per shift. 

•	 Low-intensity welding: welding lasting less than  

1 hour per welder per shift. 

•	 Regular welding: daily or weekly welding.

•	 Sporadic welding: occasional welding carried out less than once per 

week which is incidental to the businesses core activity and cannot be 

planned for, e.g. repair or maintenance work.

Frequency and 
duration of  
welding

Type of welding Good control 
practise

Sporadic or  
occasional  
low-intensity 
welding

Gas, MMA, FCA, 
MIG, MAG

LEV where  
reasonably  
practicable. 
Otherwise good 
general ventilation 
+ RPE

Regular  
high-intensity 
welding

Gas, MMA, FCA, 
MIG, MAG

LEV + Consider 
supplementary 
RPE

Regular  
high-intensity 
welding outdoors 
in the open air

Gas, MMA, FCA, 
MIG, MAG, TIG

RPE where LEV 
is not reasonably 
practicable

Sporadic or  
occasional  
low-intensity 
welding

TIG and resistance 
spot welding

General  
ventilation

Regular  
high-intensity 
welding

TIG and resistance 
spot welding

LEV

Use Local Exhaust Ventilation (LEV)

If you can’t avoid welding in your workplace, use local 
exhaust ventilation systems for indoor working to help 
remove fume at its source. This is also known as  
extraction or fume control.

This will protect your welder from exposure to welding 
fume. It will also help to protect others nearby.

LEV works by using an air-flow to remove contaminat -
ed air from the process for capture by the hood. Types 
of LEV include:

•	 On-torch extraction

•	 Extracted benches

•	 Extracted booths 

•	 Movable LEV

There is guidance on choosing the right LEV in the 
COSHH essentials welding sheets. 

For more information:

Call 0870 850 0055  
email contactus@cromwell.co.uk   
or contact y our local sales representative

Welding Fume Awareness

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Mobile Welding Fume Extractor LEV uni  
ProtectoXtract for Welding and Grinding

FilterBox 10M
A BGIA approved mobile high-vacuum extraction system. Uses a 5-stage filtration 
system, with replaceable filters. Supplied with 3m suction arm, hose with internal 
joints, filter and provides air movement up to 1,600m�/hr. Compliant with DIN EN 
ISO 15012-1, so is suitable for category W3 stainless \]30% Ni+Cr welding fumes. 
• Extraction Capacity - 1600 M3/ Hr @ 1800PA 100%
• Filter Efficiency \]99%
• �High-quality LEV welding fume extractor  

meets HSE 2019 guidelines
• Washable aluminium filter
• Gross filter - 50 operating hours
• Pre-filter - 100 operating hours
• Main filter - 100 operating hours
• Activated carbon filter  
 - 200 operating hour
Important Note:
Supplied with a ProtectoSpark filter  
unit as standard which MUST be used

885G
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Fume Extraction

1776

	 Product	 Airflow Capacity	 Volts 	 Order Code 	
	 Number	 m�/h	 V	 SIF-885	

	EXT1MOB110WG	 1,600	 110	 -4242B	
	EXT1MOB230WG	 1,600	 230	 -4244D	

Mobile  
Fume Extractor

FilterBox 10M
For light to medium dust and fume applications. The FilterBox 10M is a mobile unit equipped with a 
N24 fan for a maximum air flow capacity of 1000m 3/h (600CFM). An integrated silencer reduces 
noise from the fan and outlet air. The filter cartridge is manually cleaned. It is equipped with 
mechanical cleaning for dust applications or a combination of mechanical and compressed air 
cleaning for fumes. Additional protection from harmful particles is provided if a HEPA H13 
filter is installed.
Standard features:
• Fan motor power: 0.9kW (1.2hp).
• Voltage: 400V.
• Frequency: 50.
• Phases: 3.
• �3m (10ft) Nederman original extraction arm.
• Dust-free emptying of dust bin.
• Ergonomic change of filter cartridge.
• �Polyester filter cartridges with 99% separation efficiency.
• Silencer.
• Filter indicator with alarm.
• Operating hours meter.
• �Automatic damper minimising dust leakage during pneumatic cleaning.
• Easily manoeuvrable extractor arm.
• 9.5m (31ft) power cable.
• �Third party approval for welding fumes, category W3 EN 15012.

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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new

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call

new
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new

new

new

-5806P

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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1475 - Elephant Welding Shelter 
Flame Retardant 
KWH100
A highly versatile, portable welding shelter made from a flame 
retardant material. Please note: this product is not rated to EN 
ISO 25980�2014 If protection to this standard is required this 
product can be used in combination with a suitable welding 
curtain or screen.

 	
Type	 Order Code 	

Size
	

		  CTL-885		
	 Elephant Tents	 -0355D	 2m x 2m x 2m	

For your PPE - 
Respiratory see pages 
1992 - 2019
Welding Helmets see 
pages 2042 -2045
Welding Gloves see pages 
2104 -2105
Safety Footwear see 
pages  2182 - 2225

new

new

new

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Welder’s Blankets 
For protection of the workpiece near to the 
weld area and other nearby components 
from weld spatter and grinding sparks.
Available in two types: glass fibre for 
protection up to 6 00°C and silicate fibre 
for protection up to 1200°C .

	Product	 Curtain	 Size	 Order Code 	
	Number	 Type	 W x H	 CTL-885	
	 1462	 *Orange PVC 	6’ x 6’	 -7462D	
	 1468	 Green Canvas 	6’ x 6’	 -7468A	
	 1469	 Green Canvas 	8’ x 6’	 -7469B	
	 1470	 *Green PVC 	 6’ x 6’	 -7470C	
	 1472	 Frame	 6’ x 6’	 -7472E	
	 1473	 Frame	 8’ x 6’	 -7473F	
	 1474	Single Curtain Ring 	 -	 -7474G	

	 Product	 Fibre	 Size L x W	 Order Code 	
	 Number	 Type	 (m)	 CTL-885	
	 1813	 Glass 	 2.0 x 1.0	 -7813L	
	 1814	 Glass 	 2.0 x 2.0	 -7814M	
	 1815	 Glass 	 3.0 x 2.0	 -7815N	
	 1816	 Silicate 	 2.0 x 0.9	 -7816P	
	 1818	 Silicate	 3.0 x 1.8	 -7818R	

Canvas

Welder’s Curtains
Flame retardant dipped green canvas and 
PVC curtains. 
*Conform to EN1598. (PVC curtains only).
Size: 6’0” x 6’0” and 8” x 6”. 
Frame supplied separately.

PVC Transparent Curtain 
Screen & Frame
Ideal for the screening of work places.  
A galvanised tube frame and self-
extinguishing PVC curtain. Complies with 
EN1598.
Dimension with frame (W x H): 2000 x 
2000mm. 

PVC Standard  
Curtains

All-around 50mm welded seam with snap-
fasteners, reinforced holes and steel rings. 
Flash point 320 - 3 90°C. Total width of 
curtains is 10% longer to compensate for 
folding. Complies with EN1598 for welding.

PVC

	 Product	 Curtain	 Order Code 	
	 Number	 Colour	 NED-885	
	 60931068	 Transparent	 -8154D	
	 60931069	 Red/Orange	 -8155E	

	 Product	 Curtain	Size W x H 	Order Code 	
	 Number	 Colour	 (m)	 NED-885	
	 60313224	 Bronze	 1.3 x 1.8 	 -7610D	
	 60313225	 Bronze	 1.3 x 2.4 	 -7620E	
	 60313226	 Bronze	 1.4 x 2.8	 -7630F	
	 60313326	Red/Orange	 1.4 x 2.8	 -7680T	

	 Colour 	 Size W x H 	Order Code 	
		  (mm)	 KEN-885	
	Dark Green Reinforced 	1300 x 1800	 -8640K	
	 Amber Hi-Vis	 1300 x 1800	 -8740K	
	Dark Green Reinforced 	1300 x 2400	-8660K	
	 Green Polished 	 1300 x 2400 	-8960K	
	Dark Green Reinforced 	1300 x 2800	-8680K	
	 Green Polished 	 1300 x 1800	 -8940K	
	 Amber Hi-Vis	 1400 x 2400	 -8780K	

PVC Welding  
Curtains

With snap-fasteners on both sides for 
joining to obtain total width. Supplied with 
reinforced holes in the upper edge and steel  
suspension rings. Made of pliable, self-
extinguishing PVC material with flash point 
320 - 390°C. EN1598 for welding.

1457 - Welding Booth EN 1598 
With Frames & Curtain
6' x 6' x 6' Welding Booth to EN1598 With 
Frames & Curtains complete.
Each section easily slides in for locking.  
No tools required for assembly. Pipe joints 
have screwless push-fit snap locks. Made 
of 1 inch (25mm) round tube. Supplied in a 
single carton.

 	
Type	 Order Code 	  	

		  CTL-885	  	
	Welding Booth	 -0359F 		

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Flux Core  
Gasless Wire

General-purpose MIG wire with self-shielding flux core, allowing it 
to be used without  
the need for a separate 
shielding gas. 
Specifically for use on 
Kennedy Dual MIG 
welders, Mini MIGS, 
Migmates etc.  
0.8mm diameter mini  
reels. Random wound  
and not layer wound.

15kg Reels 
Use with CO 2 or Ar-CO 2 shielding gas.

*Precision layer wound for  
positive snag free feeding. LW1 Mig  

Wire Reels (A18)
Gas shielded, deposits C - 1.3% Mn weld metal for mild and 
medium tensile steels. Copper coated, double deoxidised with 
manganese and silicon with good mechanical properties.  
For use with CO 2 and AR-CO 2. 
Made to: BS 2901/1 : 1983 
A18 & BS EN 440 G3 Si1.  
For welding mild steel and 
C-Mn steel.  
Supplied in an 18kg drum.

A18 MIG 
Wire Reels

Deposits C - 1.3% Mn weld metal for mild and medium tensile 
steels. Copper coat finish and double deoxidised. For use with 
CO2 or Ar-CO 2 shielding gas. Made to BS 2901/1 : 1983 A18 & BS 
EN 440 G3 Si1. For welding mild steel and C-Mn reels are random 
wound. Designed and packaged for use on Kennedy Dual MIG 
welders, Mini MIGS, Migmates etc. Use with CO 2 or Ar-CO 2 
shielding gas.

Carbofil 1 MIG  
Wire Reels (A18)

Gas shielded, deposits  
C - 1.3% Mn weld metal for 
mild and medium tensile steels. 
Copper coated, double 
deoxidised with manganese 
and silicon with good 
mechanical properties.  
For use with CO 2 and Ar-CO 2. 
Made to BS 2901/1 : 1983  
A18 & BS EN 440 G3 Si1.  
For welding mild steel and  
C-Mn steels.

	 Wire	 Order Code 	  	
	 Diameter	 OER-887	  	
	 0.8mm	 -2002B 		
	 1.0mm	 -2003C		

	 Product	 Reel	 Order Code 	  	
	 Number	 Size	 KEN-887	  	

		 FCG-080-0.9	 0.90kg	 -1640K		

	 Product	 Wire	 Order Code 	  	
	 Number	 Diameter	 KEN-887	  	
		 *A18-060-15.0	 0.6mm 	 -2060K		
		 *A18-080-15.0	 0.8mm 	 -2080K 		
		 *A18-100-15.0	 1.0mm	 -2100K		
		 *A18-120-15.0	 1.2mm	 -2120K		

5.0kg Reels

	 Product	 Wire	 Order Code 	  	
	 Number	 Dia.	 KEN-887	  	
		 A18-060-5.0	 0.6mm 	 -1960K		
		 A18-080-5.0	 0.8mm 	 -1980K		
		 A18-100-5.0	 1.0mm	 -2000K 		

	 Product	 Wire	 Order Code 	  	
	 Number	 Diameter	 MUR-887	  	
		 2302106710	 1.0mm	 -2313D		
		 2302126710	 1.2mm	 -2314E		

A18
BS 2901

A18
BS 2901

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

MIG Wire - All prices are subject to possible surcharges  
due to continued volatility of material costs.  

Please contact us for details.

A18
BS 2901

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

A18
BS 2901

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

PLW
15kg Reels

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

BEST 
SELLER

A18
BS 2901

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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SIF MIG
Made to BS 2901/1 : 1983 5356 &  
AWS A5.10-92 ER 5356. 
Plate, pipe tube, forgings and cast alloys with up 
to 5% magnesium content and for welding 
dissimilar aluminium grades.
	 Wire	 Reel	 Order Code	
	 Diameter	 Size	 SIF-887	
	 1.0mm	 6.5kg	 -6260E	
	 1.2mm	 6.5kg	 -6262G	

Aluminium  
MIG Wire Reels

For use with Ar or Ar-He  
shielding gas.  
Precision layer wound.
SIF MIG
Made to BS 2901/1 : 1983  
4043A & AWS  
A5.10-92 ER 4043.  
For wrought and cast  
alloys with up to  
7% silicon content.

	 Wire	 Reel	 Order Code 	
	 Diameter	 Size	 SIF-887	
	 1.0mm	 6.5kg	 -6060E 	
	 1.2mm	 6.5kg	 -6062G	

	 Type	 Wire	 Order Code 	  	
		  Diameter	 KEN-887	  	
		  0.8mm	 -0520K 		
	 308LSi	 1.0mm	 -0530K		
	 309LSi	 1.0mm	 -0570K		
		  0.8mm	 -0540K 		
	 316LSi	 1.0mm	 -0550K		
		  1.2mm	 -0560K		

Stainless Steel  
Mig Wire

Has increased silicon content for an improved weld that produces 
a smoother more consistent bead  
making it ideal for use where 
appearance is important.  
For use on stainless  
steel structures.  
Supplied on a  
precision layer wound  
reel for positive  
uninterrupted feeding. 
Weight: 15kg.

Al-Si 5%
Made to BS 2901/1 : 1983 4043A & AWS A5.10-
92 ER 4043. For wrought and cast alloys with 
up to 7% silicon content. 
0.5kg Mini Reels

Aluminium MIG Wire Reels
Designed and packaged for spool-on guns. Also compatible for 
use on Kennedy Dual MIGs. For use with Ar or Ar-He shielding gas.  
Random wound.

Al-Mg 5%
Made to BS 2901/1 : 1983 5356 & AWS A5.10-92 ER 5356. 
For plate, pipe tube, forgings and cast alloys with 
up to 5% magnesium content and for welding 
dissimilar aluminium grades.

0.5kg Mini Reels

	 Product	 Wire	 Order Code 	  	
	 Number	 Diameter	 CTL-887	  	

	 Al-Si-080-0.5	 0.8mm 	 -1531B		

	 Product	 Wire	 Order Code 	  	
	 Number	 Diameter	 CTL-887	  	

		 Al-Mg-100-0.5	 1.0mm	 -1526B		

4043
BS 2901

FOR  FOR  
ALUMINIUMALUMINIUM

4043
BS 2901

FOR  FOR  
ALUMINIUMALUMINIUM

5356
BS 2901

FOR  FOR  
ALUMINIUMALUMINIUM

5356
BS 2901

FOR  FOR  
ALUMINIUMALUMINIUM

FOR  FOR  
STAINLESSSTAINLESS

MIG Wire - All prices are subject to possible surcharges  
due to continued volatility of material costs.  

Please contact us for details.

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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309LSi Stainless Solid  
Mig Wire

OK Autrod 309LSi
Corrosion resistant chromium-nickel wire. Alloy Type: Austenitic 
(with approx. 8 % ferrite) 24 % Cr - 13 % Ni - Low C. Good 
general corrosion resistance. Silicon additions result in improved 
wetting.
Approvals: CE; EN 13479; 
CWB; ER309LSi; DB; 
43.039.16; NAKS/HAKC; 
1.0MM-1.2MM
Classifications: EN ISO 
14343-A; G 23 12 L Si; SFA/
AWS A5.9; ER309LSi
Reel Size: 15kg

	 Product
	

Wire 	 Current 	 Volts	 Wire Feed	 Deposition 	Order Code	
	 Number	 Dia. mm	Range A	 V	 Speed m/min	 Rate kg/hr	 MUR-887	
	1651089820	 0.8	 55-160	 15 - 24	 4.0 - 17.0	 1.0 - 4.1	 -1651F	
	1651089820	 1	 80-240	 15 - 28	 4.0 - 16.0	 1.5 - 6.0	 -1651M	

4043 Aluminium  
Mig Wire

OK Autrod 4043
General purpose filler alloy. Alloy Type AlSi. Silicon additions 
result in improved fluidity. Not sensitive to weld cracking. 
Produces bright and almost smut free welds. Not recommended 
for anodizing. Non-heat treatable Wire diameter 1.2mm. 
Approvals: CE; EN 
13479; CWB; AWS 
A5.10/A5.10M:2012 
(ER4043); DB; 
61.039.05; JIS; JIS Z 
3232
Classifications: 
SFA/AWS A5.10; 
ER4043; EN ISO 
18273;  
S Al 4043 (AlSi5); 
JIS Z 3232; A4043
Reel Size: 7kg

	 Product
	

Wire 	 Current 	 Volts 	 Order Code 	
	 Number	 Dia. mm	 Range A	 V	 MUR-887	
	 1804129870	 1.2	 140-260	 20 - 29	 -1804E	

4043 Aluminium  
Mig Wire

OK Autrod 4043
General purpose filler alloy. Alloy Type AlSi. Silicon additions 
result in improved fluidity. Not sensitive to weld cracking. 
Produces bright and almost smut free welds. Not recommended 
for anodizing. Non-heat treatable. Wire diameter 1.2mm
Approvals: CE; EN 
13479; CWB; AWS 
A5.10/A5.10M:2012 
(ER4043); DB; 
61.039.05; JIS; JIS Z 
3232
Classifications: 
SFA/AWS A5.10; 
ER4043; EN ISO 
18273;  
S Al 4043 (AlSi5); 
JIS Z 3232; A4043
Reel Size: 7kg

	 Product
	

Wire 	 Current 	 Volts	 Order Code 	
	 Number	 Dia. mm	 Range A	 V	 MUR-887	
	 1815129870	 1.2	 140-260	 20 - 29	 -1815E	

Copper  
Mig Wire

OK Autrod 19.30
Alloy Type: Alloyed copper (Cu+3%Si). Alloyed with silicon and 
manganese. Has good flow properties and wear resistance. 
Pulsed GMAW is recommended. Normally welded with pure Ar as 
the shielding gas. For GMAW 
brazing, the addition of 1% O2 
improves the brazing 
properties
Classifications: SFA/
AWS A5.7; ERCuSi-A; 
EN ISO 24373; 
CuSi3Mn1
1930089820: 15kg 
1930104600: 5kg

	 Product
	

Wire 	 Current 	 Volts	 Wire Feed	 Order Code	
	 Number	 Dia. mm	 Range A	 V	 Speed m/min	 MUR-887	
	1930089820	 0.8	 60-165	 13 - 17.5	 4.0 - 13.0	 -1930J	
	1930104600	 1	 80-210	 12.5 - 18	 4.0 - 12.0	 -1930N	

MIG Wire - All prices are subject to possible surcharges due to continued volatility of material costs. Please contact us for details.

WELD G3Si1  
Mig wire

Copper coated. Alloy Type: Carbon-manganese steel (Mn/
Si-alloyed).
For GMAW of all general structural and engineering unalloyed and  
low-alloyed carbon-manganese steels. May be welded with 
either a gas mixture or with pure CO2 as the shielding gas.
Classifications: EN ISO 14341-A; G 
38 2 C1 3Si1;  
EN ISO 14341-A; G 42 3 M21 
3Si1; EN ISO 14341-A; G 
3Si1; SFA/AWS A5.18; 
ER70S-6.
Approvals: CE; EN 
13479; DB; 42.039.39; 
NAKS/HAKC; 1.2MM.
Reel size: 15kg.

	 Product
	

Wire 	 Current 	 Volts	 Wire Feed	 Deposition 	Order Code	
	 Number	 Dia. mm	Range A	 V	 Speed m/min	 Rate kg/hr	 MUR-887	
	1930089820	 0.8	 60-180	 18 - 22	 3.2 - 11.0	 0.8-2.6	 -2352D	
	1930104600	 1	 80-250	 18 - 30	 2.3 - 13.0	 1-4.8	 -2356K	

OK AUTROD 12.51 Premium Copper-
coated Mild Steel Solid Mig Wire

Copper-coated solid wire. Alloy Type: Carbon-manganese steel 
(Mn/Si-alloyed). Can be used with both Ar/CO2 mixed gas and 
pure CO2 shielding gas.
Classifications: EN ISO 14341-A; G 38 3 C1 3Si1;  
EN ISO 14341-A; G 42 4 M20 3Si1; EN ISO 14341-A;  
G 42 4 M21 3Si1; EN ISO 14341-A; G 3Si1; SFA/AWS A5.18; ER70S-6; 
CAN/CSA-ISO 14341; B-G 49A 3 C1 S6; JIS Z 3312; YGW 12(C1).
Approvals: ABS; 3YSA; BV; SA3YM; CE; EN 13479; DB; 42.039.06; DNV-
GL; III YMS; LR; 3YS H15; PRS; 3YS; RS; 3YMS;  
CWB; B-G 49A 3 C1 S6 (B-G 49A 3 C G6); 
PV,ZG; JIS; YGW12; ZG; NAKS/HAKC; 
0.8-2.0 mm; PV; NAKS/HAKC; 1.2-1.6 
mm; ZG; RINA; 3YS; PV,ZG.
Reel Size: 
1251064600: 5Kg. 
1251104600: 5Kg.
1251106710: 15Kg. 
1251126710: 15Kg.
	 Product

	
Wire 	 Current 	 Volts	 Wire Feed	 Deposition 	Order Code	

	 Number	 Dia. mm	Range A	 V	 Speed m/min	 Rate kg/hr	 MUR-887	
	1251064600	 0.6	 30-100	 15 - 20	 5.5 - 13	 0.7-1.7	 -1240M	
	1251104600	 1	 80-300	 18 - 32	 2.7 - 15	 1-0-5.6	 -1250W	
	1251106710	 1	 80-380	 18 - 32	 2.7 - 15	 1.8-5.6	 -1251C	
	1251126710	 1	 120-380	 18 - 34	 2.5 - 15	 1.3-8.0	 -1253E	

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Tig Tungsten  
Electrodes

All conform to ISO 6848  
(DIN EN 26848 and AWS A5 12-92.

0.8% Zirconiated White Tungsten Electrodes
Ideal for high precision, exceptional quality AC welding on 
aluminium alloys as it retains a balled tip and has a high 
resistance to contamination. The current carrying capability is 
equal or greater than that of thoriated tungsten. Non-radioactive.  
Not suitable for DC welding.

	 Electrode	 Diameter 	 Order Code 	  	
	 Type		  CTL-889	  	
		  1.6mm	 -1111M	 	
	 Zirconiated	 2.4mm	 -1112N	 	
	 White	 3.2mm	 -1113P	 	

2% Ceriated Grey Tungsten Electrodes
Suitable for AC and DC welding but performs well at low current 
settings in DC welding. A non-radioactive replacement for 2% 
Thoriated Tungsten Electrodes as like the thorium electrodes they 
are best used to weld carbon, stainless steels, nickel alloys, copper 
and titanium alloys. Ideal for small and delicate welding.

	 Electrode	 Diameter 	 Order Code 	  	
	 Type		  CTL-889	  	
	 Ceriated 	 1.6mm	 -1097Y	 	
	 Grey 	 2.4mm	 -1098Z	 	
		  3.2mm	 -1099M	 	

	 Type	 Size	 No. of Rods	 Weight	 Order Code 	  	
		  (mm)	 (per Pk)	 (per Pk)	 OER-891		
	  	 2.5	 240	 4.13kg	 -3152H	 	
	 Fincord	 3.2	 140	 4.27kg	 -3153J	 	
	 M 6013	 4.0	 85	 5.10kg	 -3154K	 	

Recommended Amperages

*Sizes available on request 

	 Size 
	 (mm)	 2.0	 2.5	 3.2	 4.0	 5.0*	 6.0	
	 Min.	 40A	 55A	 80A	 120A	 160A	 220A
	 Max.	 60A	 90A	 130A	 180A	 240A	 290A

Fincord M 6013
Medium rutile coated, all positional rods.  
Minimum spatter.
Applications: for steel plate and strip including 
structural steels.
N.B. Suitable for AC (50V minimum open circuit) and DC+/-.

Overcord Z E6013  
Medium rutile coated, all positional rods.
Applications: for steel plate and strip including 
structural steels and pipe work, especially for 
positional welding and under site conditions.
N.B. Suitable for AC (50V minimum open circuit)  
and DC+/-.

	 Type	 Size	 No. of Rods	 Weight	 Order Code 	 	
		  (mm)	 (per Pk)	 (per Pk)	 OER-891		
	Overcord Z  	 2.5	 250	 4.38kg	 -5601A	 	
	 E6013	 3.2	 155	 4.59kg	 -5602B	 	
		  4.0	 100	 4.46kg	 -5603C	 	

	 Size 
	 (mm)	 2.0*	 2.5	 3.2	 4.0	 5.0*	 6.0*

	 Min.	 40A	 50A	 90A	 140A	 180A	 240A
	 Max.	 50A	 90A	 140A	 180A	 240A	 290A

Recommended Amperages	

*Sizes available on request

Electrodes for Mild Steels  
6013

High quality, all position general purpose, rutile coated electrodes.  
Designed to produce easy striking, stable arc, self releasing slag characteristics,  
whilst maintaining excellent shape and weld shape seam finish. Will  
operate on AC or DC power source + require an OCV greater than 45v DC 55v AC.
Packs of 10 or 13 assorted.

	 Product	 Type	 Size	 No. of Rods	 Order Code 	  	
	Number		  (mm)	 (per pack)	 SIP-891		
	 2689		  Assorted	 13	 -2689Z	 	
	 2691	 6013	 1.60	 10	 -2691B	 	
	 2692		  2.00	 10	 -2692C	 	
	 2693	 6013	 2.50	 10	 -2693D	 	
	 2694		  3.25	 10	 -2694E	 	

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

PACK OF
10

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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	 Size	 No. of Rods	 Weight 	 Order Code 	  	
	 (mm)	 (per pack)	 (per pack)	 KEN-891		
	 2.50	x	300	 260	 5.0kg	 -3010K		
	 3.25	x	350	 150	 5.0kg	 -3020K 		
	 4.00	x	350	 100	 5.0kg	 -3030K 		

Recommended Amperages

Electrodes for  
Mild Steels 6013

Arc welding rods for mild steel and medium tensile steels.  
Medium rutile coated, all positional rods. 
Applications: for steel plate and strip including structural steels and pipe work,  
especially under site conditions. Superb finish with self-releasing slag.
N.B. Suitable for AC (50V minimum open circuit) and DC +/-.

Kennedy AWS 6013 mild steel electrodes are manufactured to 
the following standards:   
Lloyds certificates: BGK0610002/01, BGK0610002/02 & MATS/
THA-1002/12/1.
ABS certificates: BG575520-X3, BG575520-X2, BG575520-X4, 
BG575520-X5 & BG575520-X6.

	 Size 
	 (mm)	 2.5	 3.2	 4.0

	 Min.	 70A	 95A	 130A
	 Max.	 100A	 125A	 170A

*Size available on request 

Recommended Amperages

	
Type	 Size	 No. of Rods	 Weight	 Order Code 	  	

		  (mm)	 (per Pk)	 (per Pk)	 MUR-891		
		  2.5	 310	 5.30kg	 -5125B		
	 Vodex	 3.2	 200	 7.40kg	 -5132C		
	 6013	 4.0	 135	 7.50kg	 -5140D		
		  5.0	 80	 7.30kg	 -5150E		

	 Size 
	 (mm)	 2.0*	 2.5	 3.2	 4.0	 5.0	 6.0

	 Min.	 55A	 75A	 95A	 135A	 155A	 185A
	 Max.	 75A	 100A	 125A	 180A	 230A	 300A

Vodex 6013
High quality rutile coated, all positional rods.
Applications: for steel plate and strip including structural steels 
and pipe work, especially under site conditions.  
N.B. Suitable for AC  
(50V minimum open circuit) and DC+/-.

	
Type	 Size	 No. of Rods	 Weight	 Order Code 	 	

		  (mm)	 (per Pk)	 (per Pk)	 MUR-891		
	

Zodian
 	 2.5	 134	 2.40kg	 -5725G		

	
Universal

	 3.2	 83	 2.40kg	 -5732H		
	

6013
	 4.0	 135	 5.80kg	 -5740J		

		  5.0	 202	 7.40kg	 -5745K		

	 Size 
	 (mm)	 2.5	 3.2	 4.0	 5.0	 6.0*	
	 Min.	 70A	 90A	 130A	 180A	 220A
	 Max.	 95A	 120A	 190A	 230A	 300A

*Sizes available on request 

Recommended Amperages

Electrodes   
for Mild Steels

Arc welding rods for mild steel and medium 
tensile steels.
Zodian Universal 6013  
Medium rutile coated, all positional rods. 
Applications: for steel plate and strip including 
structural steels and pipe work, especially under site conditions.
N.B. Suitable for AC (50V minimum open circuit) and DC+/-.

Group 880 

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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OK Tigrod  
309L 

Bare, chromium-nickel welding rods. Alloy Type: Austenitic (with 
approx. 10 % ferrite) 24 % Cr - 13 % Ni - Low C. Good general 
corrosion resistance. Welding current DC(+).
Classifications: EN ISO 14343-A; W 23 12 L; Wire Electrode; SFA/
AWS A5.9; ER309L; Wire Electrode; Werkstoffnummer; ~1.4332; 
Wire Electrode.
Approvals: CE; EN 13479; CWB; ER309L; NAKS/HAKC; 1.6MM.
Length: 1m.
Pack weight: 5kg.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 165316R150	 1.6	 5kg	 -1630D	
	 165316R150	 2.4	 5kg	 -1634L	
	 165332R150	 3.2	 5kg	 -1636M	

OK 48.60 Welding Electrode  
E7018

Features:
Alloy Type: Carbon Manganese.
Coating Type: Lime Basic.
Diffusible Hydrogen: < 5.0 ml/100g.
Welding Current: DC+.
Classifications: SFA/AWS A5.1; E7018; EN ISO 2560-A; E 42 4 B 42 
H5.
Approvals: ABS; 3Y H5; BV; 3, 3Y H5; CE; EN 13479; DB; 10.039.23; 
DNV; 3 YH5; GL; 3YH5; LR; 3Y H5.	

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 4860253100	 2.5	 4.3kg	 -4422B	
	 4860323100	 3.2	 4.4kg	 -4424D	
	 4860404100	 4.0	 6.2kg	 -4426F	

OK 48.00 Low Hydrogen Welding 
Electrodes E7018. Vac Packed

Features:
Alloy Type: Carbon Manganese. 
Coating Type: Lime Basic.
Diffusible Hydrogen: < 4.0 ml/100g.
Welding Current: DC+(-).
Classifications: SFA/AWS A5.1; E7018 H4 R;  
EN ISO 2560-A; E 42 4 B 42 H5.
Approvals: ABS; 3Y H5; BV; 3Y H5; CE; EN 13479; DB; 10.039.12; 
DNV-GL; 3 YH5; LR; 3Ym H5; PRS; 3Y H5; RINA; 3Y H5; RS; 3Y H5; 
NAKS/HAKC; 2.0-5.0MM.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 48002530K0 	 2.5	 0.7kg	 -4410D	
	 48003240G0 	 3.2	 2.3kg	 -4412F	
	 48004040V0 	 4.0	 4.1kg	 -4414G	

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 4600253200	 2.5	 5.5kg	 -4604D	
	 4600323200	 3.2	 5.5kg	 -4607E	
	 4600403200	 4.0	 5.4kg	 -4609K	

OK 46.00 Rutile Welding 
Electrodes E6013 

Features:
Alloy Type: Carbon Manganese.
Coating Type: Rutile.
Welding Current: AC, DC+-.
Classifications: SFA/AWS A5.1; E6013; EN ISO 2560-A;  
E 38 0 RC 11; GOST 9467-75; E46; GOST R ISO 2560-A;  
E 38 0 RC 11.
Approvals: ABS; 2; PL,SF; BV; 2; PL,SF; CE; EN 13479; 
SB,SF,SA,PL,HG; DB; 10.039.05; HG,PL,SA,SF; DNV; 2; PL,SF; GL; 
2; PL,SF; LR; 2; PL,SF; RS; 2; HG,SA; HG,PL,SA,SF; BKI; 2;  
PL; ClassNK; KMW2; PL; NAKS/HAKC; 2.5, 3.0, 4.0, 5.0 mm;  
HG, SA; NAKS/HAKC; 3.0-4.0 mm; PN,MI; NAKS/HAKC;  
3.2-4.0 mm; SF; RRR; 2.

OK Tigrod 4043  
Aluminium

General-purpose filler alloy. Alloy Type: AlSi. Not recommended 
for anodising. Non-heat treatable. Welding current DC(+).
Classifications: SFA/AWS A5.10; R4043; Wire Electrode; EN ISO 
18273; S Al 4043 (AlSi5); Wire Electrode; JIS Z 3232; A4043; Wire 
Electrode.
Approvals: CE; EN 13479;  
DB; 61.039.06; JIS;  
JIS Z 3232; For lot numbers  
starting with RB; CWB;  
AWS A5.10/A5.10M:2012  
(ER4043).
Length: 1m.
Pack weight: 2.5kg.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 4860253100	 2.4	 2.5kg	 -1804H	
	 4860404100 	 3.2	 2.5kg	 -1804M	

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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OK 46.30 Rutile Welding 
Electrodes 

Features:
Alloy Type: Carbon Manganese.
Coating Type: Rutile.
Welding Current: AC, DC+-.
Classifications: SFA/AWS A5.1; E6013; EN ISO 2560-A;  
E 38 0 R 12.
Approvals: CE; EN 13479.

	 Product	 Dia.Weight	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 4630253400 	 2.5	 5.0kg	 -4630E	
	 4630323400 	 3.2	 5.3kg	 -4632K	
	 4630404400	 4.0	 6.7kg	 -4634M	

OK Tigrod 5356  
Aluminium Tig Rod 

General-purpose filler alloy. Alloy Type: AlMg 5. Contains 5% 
magnesium. Service temperatures in excess of 650� C. High shear 
strength. Weld pool chemistry greater than 3% Mg. Gives a high 
strength weld deposit with very good crack resistance. Welding 
current DC(+).
Classifications: A5356; JIS Z 3232; R5356; Wire Electrode; SFA/
AWS A5.10; S Al 5356 (AlMg5Cr(A)); Wire Electrode;  
EN ISO 18273.
Approvals: ABS; R 5356; CE; EN 13479; CWB; A5.10/A5.10M:2012 
ER5356; DB; 61.039.02; JIS; JIS Z 3232.
Length: 1m.
Pack weight: 2.5kg.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 181524R120	 2.4	 2.5kg	 -1815H	
	 181532R120	 3.2	 2.5kg	 -1815M	

OK Tigrod 308L Stainless Steel 
5Kg Pack

Bare corrosion resisting chromium-nickel rods. Alloy Type:  
Austenitic (with approx. 8 % ferrite) 19% Cr - 9% Ni - Low C. 
Contains 5% magnesium. Service temperature will not exceed 
350� C. Welding current DC(-).
Classifications: EN ISO 14343-A; W 19 9 L; Wire Electrode; SFA/
AWS A5.9; ER308L; Wire Electrode; Werkstoffnummer; ~1.4316; 
Wire Electrode.
Approvals: CE; EN 13479; CWB; ER308L; DNV-GL; VL 308 L (I1); 
NAKS/HAKC; 1.6-2.4 mm.
Length: 1m.
Pack weight: 5kg.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 4630253400 	 1.6	 5.0kg	 -1610R	
	 4630323400	 2.4	 5.0kg	 -1612M	
	 4630404400 	 3.2	 5.0kg	 -1614N	

OK Tigrod 316L  
Stainless Steel

Bare, chromium-nickel-molybdenum rods. Alloy Type: Austenitic 
(with approx. 10 % ferrite) 19% Cr - 12% Ni - 3% Mo - Low C. 
Good general corrosion resistance.
Classifications: EN ISO 14343-A; W 19 12 3 L; Wire Electrode; 
SFA/AWS A5.9; ER316L; Wire Electrode; Werkstoffnummer; 
~1.4430; Wire Electrode.
Approvals: ABS; ER 316L; BV; 316L BT; CE; EN 13479; CWB; 
ER316L; DNV-GL; VL 316 L (I1); NAKS/HAKC; 2.0-3.2 mm.
Length: 1m.
Pack weight: 5kg.

	 Product	 Dia.	 Weight	 Order Code 	
	 Number	 mm	 (Per Pack)	 MUR-891	
	 163016R150	 1.6	 5.0kg	 -1617K	
	 163024R150	 2.4	 5.0kg	 -1619F	
	 163032R150	 3.2	 5.0kg	 -1621E	

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Electrodes For Cast Iron
S-NFC 
A Graphite coated iron-nickel alloy electrode for high strength jointing of cast iron and cold welding of cast iron, it deposits 95%Ni + 
2%Fe weld metal. Can be used for repairing broken cast iron, joining of cast iron to steel and building up worn parts.  
Meets the following standards:  
AWS A 5.15 E Ni-C1  
Din 8573 E Ni BG 11.

Electrodes  
for Mild Steels

E7018 (‘Low Hydrogen’)
Basic coated, all positional rods.
Applications: for steel plate structural steels, pipe work and forgings.  
Ideal for repairs of casting and machinery, compensate for  
dilution effect of poor steels.  
Often used where  
rutile deposits may be  
at risk from cracking. 
N.B. Suitable for AC  
(70V minimum open  
circuit)and DC+. 
Optimum rooting  
operability is  
obtained using  
DC-.
Conforms with  
AWS and  
BS EN standards.

	
Type	 Size	 Recommended	 Order Code 	 	

		  (mm)	 Amperage	 KEN-891		
		  2.5	 �70A	 -1220K	 	
	 S-NFC	 3.2	 100A	 -1230K	 	
		  4.0	 145A	 -1240K	 	

	 Size	 No. of Rods	 Weight	 Order Code 	  	
	 (mm)	 (per Pk)	 (per Pk)	 KEN-891		
	 2.60	x	300	 260	 5.0kg	 -5110K	 	
	 3.20	x	350	 150	 5.0kg	 -5120K	 	
	 4.00	x	450	 100	 5.0kg	 -5130K	 	

Recommended Amperages

	 Size 
	 (mm)	 2.6	 3.2	 4.0

	 Min.	 70A	 95A	 130A
	 Max.	 100A	 125A	 170A

FOR MILD  FOR MILD  
STEEL &  STEEL &  

C-MC-M n  n  
STEELSTEEL

FORFOR
CASTCAST
IRONIRON

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Recommended Amperages	 *Sizes available on request 
	 Size 
	 (mm)	 1.6*	 2.0	 2.5	 3.2	 4.0*	 5.0*

	 Min.	 35A	 45A	 60A	 80A	 120A	 150A
	 Max.	 50A	 65A	 90A	 125A	 170A	 240A

	
Type	 Size	 No. of Rods	 Weight	 Order Code 	 	

		  (mm)	 (per Pk)	 (per Pk)	 MUR-891		
		  2.0	 139	 1.60kg	 -6552C		
	 Nicrex	 2.5	 89	 1.70kg	 -6554E		
	 E316L	 3.2	 54	 2.00kg	 -6556G		

Electrodes  
for Stainless Steels

Nicrex E316L
Extra low carbon, acid-rutile coated electrodes for 316 and 316L austenitic stainless steels. 
Applications: for stainless plate structural steels, pipe work and vessels. Ideal for food industry, 
chemical, pharmaceutical and processing plant fabrications.
N.B. Suitable for AC (50V minimum open circuit) and DC+.

Stainless Steels Electrodes
Nicrex E312
Highly alloyed stainless steel electrodes of unusual versatility. They deposit a ferritic/austenitic duplex 
weld metal with about 40% ferrite content. Typical applications include the welding of dissimilar 
steel combinations such as mild or low alloy steel to stainless steel, and the welding of spring steels, 
nickel steels and other hardenable steels.

	
Type	 Size	 No. of Rods	 Weight	 Order Code 	 	

		  (mm)	 (per Pk)	 (per Pk)	 MUR-891		
	 Nicrex 	 2.5	 83	 1.5kg	 -6634E		

	 Size 	
2.5	 3.2	 4.0*	 5.0*	 (mm)	

	 Min.	 60A	 80A	 110A	 140A
	 Max.	 90A	 120A	 170A	 230A

Recommended Amperages		    *Sizes available on request  

Heated Electrode Quiver
1141 �  
The quiver will maintain an even temperature of 100°C approx. dependent on the 
amount of electrodes stored.
Voltage: 110/240V.  
Load: 150W. 
�Overall dimensions  
(W x D x H):  
120 x 500 x 110mm.  
Oven capacity: 5kg.  
Oven weight: 3kg.

	 Product	
Voltage 	 Order Code 	  	

	 Number		  SPW-885	  	
	 1141	 100/240V (Dual)	 -1140M		
	 1141	 240V	 -1142P		

3 - 5 Days

FOR  FOR  
STAINLESSSTAINLESS

FOR  FOR  
STAINLESSSTAINLESS

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call
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Sifbronze No.1 - BS1845 CZ6 1453 C2
General-purpose brazing or bronze welding rod. Suitable for 
brazing and bronze welding of sheet, tube and extruded sections 
in all types of fabrication work, involving steel, cast iron, copper 
and its alloys.

Brazing Rods
All weights approximate.

Sifsteel No.11 
Copper Coated Mild Steel - BS1453 A1
General-purpose steel rod for high grade oxy-acetylene welding 
steel and wrought iron. Widely used for automobile, heating and 
ventilation industries. No flux required. Melts at 1490°C

Sifsteel A15 - BS2901 AWS ER:70S-2. 
Copper coated triple deoxidised mild steel rod for Tig welding 
pipework etc. Particularly suited to Tig welding (with argon 
shielding gas) root runs in pipes. Can be used without flux for 
oxy-acetylene welding. Typical all-weld metal ultimate tensile 
strength 630N/mm 2.

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 SIF-891		
		  1.6	 1.0kg	 -6116R		
		  2.4	 1.0kg	 -6124S		
	 Sifbronze	 3.2	 1.0kg	 -6132T		

	 No.1	 1.6	 2.5kg	 -6216H		
		  2.4	 2.5kg	 -6224J		
		  3.2	 2.5kg	 -6232K		

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 SIF-891		
	 Sifsteel A15	 1.6	 2.5kg	 -8416C		
		  2.4	 2.5kg	 -8424D		

Sifredicote No.1 - BS1845 & BS1453 C2
General-purpose brazing or bronze welding with extended full 
flux coating. For brazing copper and steel. Melts at 875°C

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 SIF-891		
	 Sifredicote	 1.6	 1.0kg	 -7316D		
	 No.1	 2.4	 1.0kg	 -7324E		

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 SIF-891		
		  1.6	 1.0kg	 -8166R		
		  2.4	 1.0kg	 -8174S		
		  3.2	 1.0kg	 -8182T		
		  1.6	 2.5kg	 -8216B		
	 Sifsteel	 2.4	 2.5kg	 -8224D		
	 No.11	 3.2	 2.5kg	 -8232E		
		  1.6	 5.0kg	 -8246S		
		  2.4	 5.0kg	 -8254V		
		  3.2	 5.0kg	 -8452W		

Aluminium Tig/Gas Welding Rods
Sifalumin No.15 - 5% Silicon
BS 2901 : Part 4 : 1990 4043A. (Tig rods). NG 21.
AWS A/SFA 5-10-88: ER 4043.
Suitable for welding a wide range of cast and wrought aluminium 
alloys (not magnesium alloys). Particularly suited to Tig welding  
(with argon shielding gas). Use with aluminium flux for oxy-
acetylene welding.

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 SIF-891		
		  1.6	 1.0kg	 -5516F		
	 Sifalumin 	 2.4	 1.0kg	 -5524G		
	 No.15	 1.6	 2.5kg	 -5616J		
		  2.4	 2.5kg	 -5624K		
		  3.2	 2.5kg	 -5632L		

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 SIF-892		
		  1.6	 1.0kg	 -4916M		
	 Sifsteel	 2.4	 1.0kg	 -4924N		
	 308L	 1.6	 2.5kg	 -5016A		
		  2.4	 2.5kg	 -5024B		

Stainless Steel Welding Rods
Sifsteel Stainless 308L
BS 2901 : Part 2 : 1990 18/8-308L = 308S92 AWS A/SFA 5-9-93.  
Low carbon austenitic filler rod for welding steels of similar 
composition (18% Cr, 8%Ni). Use with argon shielding gas or 
argon/5% hydrogen.

Sifsteel Stainless 316L
BS 2901 : Part 2 : 1990 18/8/3 Mo - 316L = AWS A/SFA 5-9-93.  
Low carbon austenitic filler rod for welding steels of similar 
composition (19% Cr, 12% Ni, 3% Mo). Use with argon shielding 
gas or argon/5% hydrogen.

Sifalumin No.27 - 5% Magnesium
BS 2901 : Part 4 : 1990  5356. (Tig rods). NG6.
AWS A/SFA 5-10-92: ER 5356. 
Suitable for welding a wide range of cast and wrought aluminium 
alloys containing up to 5% magnesium. Particularly suited to Tig 
welding (with argon shielding gas).

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 SIF-891		
	 Sifalumin	 1.6	 2.5kg	 -5816S		 	 No.27	 2.4	 2.5kg	 -5824T		

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 SIF-892		
		  1.2	 1.0kg	 -5212C		
		  1.6	 1.0kg	 -5216D		
		  2.4	 1.0kg	 -5224E		
	 Sifsteel	 1.0	 2.5kg	 -5310F		
	 316L	 1.2	 2.5kg	 -5312G		
		  1.6	 2.5kg	 -5316H		
		  2.4	 2.5kg	 -5324J		
		  3.2	 2.5kg	 -5332K		

Pages 1758 - 1766 for  
Oxy-Acetylene Equipment

Order before 5PM for Next Day Delivery on stocked items
Visit cromwell.co.uk for our latest price or your online trading account  

All prices exclude VAT© 2021
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Welding  
Rods

Steel A15 - AWS ER 70S-2 
Triple deoxidised copper coated mild steel rod, enabling sound 
porosity free welds to be made on mild and low alloy steels. 
Applications: general fabrication, power generation and 
chemical industries.

Aluminium 4043 - AWS A5.10 ER 4043
Aluminium alloy with 5% silicon. Suitable for joining Duralumin,  
cast and wrought alloys. NB: weld will discolour if anodised. 
Applications: ship building, automotive and food industries,  
repair and maintenance.

Stainless Steel 316L - AWS 5.9 ER 316L
Molybdenum bearing stainless steel rod with low carbon content 
- corrosion-resistant for joining molybdenum bearing austenitic 
stainless steels. 
Applications: nuclear, chemical and food industries.

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 CTL-891		

	Super Steel
	 1.6	 5.0kg	 -2440K		

		  2.4	 5.0kg	 -2442M		

Stainless Steel 308L - AWS 5.9 308L  
Suitable for joining 18/8 (304) austenetic stainless steels providing 
good corrosion and wear resistance. 
Applications: chemical, food and power generation industries.

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 CTL-891		
	Stainless Steel	 1.6	 5.0kg	 -2372M		

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 CTL-891		
		  1.6	 2.5kg	 -2116F		
	 Aluminium	 2.4	 2.5kg	 -2124H		
		  3.2	 2.5kg	 -2132F		

Aluminium 5356
General purpose aluminium rod containing 5% magnesium, 
giving excellent corrosion resistance and high joint strength. 
Applications: shipbuilding, offshore, power generation and 
railway industries, repair and maintenance.

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 CTL-891		
		  1.6	 2.5kg	 -2320K		

	Silicone Bronze
	 2.4	 2.5kg	 -2324F		

		  3.2	 2.5kg	 -2330L		
		  2.4*	 2.5kg	 -2235K		

Silicone Bronze C2 - AWS RB Cu Zn - A EN 1044 : CU 302
Multi-purpose silicon bronze brazing rod for all types of fabrication 
involving steel, cast iron, copper and dissimilar metal joints - use a 
general brazing flux for best results. 
Applications: automotive, tubular metals, repair and maintenance.

Copper Coated Mild Steel (CCMS) - AWS A5.2 R45 BS 1453 A1
An oxygen/acetylene copper coated mild steel rod for all types of 
mild steel and wrought iron gas welding. 
Applications: particularly suitable for welding sheet metal panels, 
plates and tubes.

* Flux coated

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 CTL-891		
	 Aluminium 	 1.6	 2.5kg	 -2141E		
		  2.4	 2.5kg	 -2142F		

	
Type	 Size	 Weight	 Order Code 	  	

		  (mm)	 per Pk	 CTL-891		
		  1.0	 5.0kg	 -2374K		
	Stainless Steel	 1.6	 5.0kg	 -2376L		
		  2.4	 5.0kg	 -2377M		

	
Type	 Size	 Weight	 Order Code 	 	

		  (mm)	 per Pk	 CTL-891		

	Copper Coated
	 1.6	 5.0kg	 -2171F		

	
Mild Steel

	 2.4	 5.0kg	 -2172G		
		  3.2	 5.0kg	 -2173H		

North 0800 028 3602  | Central 0800 028 3191  | South 0800 028 3189
Order online at cromwell.co.uk or call

UNP2021_1791.indd   1UNP2021_1791.indd   1 03/12/2020   11:42:3603/12/2020   11:42:36


